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Joun BEL EDWARDS R \ELL/ § Cauck Carr BRown, PH.D.
: SECRETARY

State of Louigiana

DEPARTMENT OF ENVIRONMENTAL QUALITY
ENVIRONMENTAL SERVICES

Certified Mail No.: 7004 2510 0006 3856 9369 .
Activity No.: PER20160001

Agency Interest No.: 4634
Mr. Chris A. Labat
Vice President of Engineering and Technology
LOOPLLC
137 Northpark Boulevard
Covington, Louisiana 70433

RE: Part 70 Operating Permit Modification
LOOP Port Complex, LOOP LLC
Cut Off, Lafourche Parish, Louisiana

Dear Mr. Labat:

This is to inform you that the permit modification for the above referenced facility has been approved under LAC
33:111.501. The permit is both a state preconstruction and Part 70 Operating Permit. The submittal was approved on
the basis of the emissions reported and the approval in no way guarantees the design scheme presented will be
capable of controlling the emissions as to the types and quantities stated. A new application must be submitted if
the reported emissions are exceeded after operations begin. The synopsis, data sheets and conditions are attached
herewith.

It will be considered a violation of the permit if all proposed control measures and/or equipment are not installed
and properly operated and maintained as specified in the application.

Operation of this facility is hereby authorized under the terms and conditions of this permit. This authorization
shall expire at midnight on the _30th of __July , 2020, unless a timely and complete renewal application has
been submitted six months prior to expiration. Terms and conditions of this permit shall remain in effect until such
time as the permitting authority takes final action on the application for permit renewal. The permit number and
agency interest number cited above should be referenced in future correspondence regarding this facility.

Please be advised that pursuant to provisions of the Environmental Quality Act and the Administrative
Procedure Act, the Department may initiate review of a permit during its term. However, before it takes any
action to modify, suspend or revoke a permit, the Department shall, in accordance with applicable statutes and
regulations, notify the permittee by mail of the facts or operational conduct that warrant the intended action and
provide the permittee with the opportunity to demonstrate compliance with all lawful requirements for the
retention of the effective permit.

Done this __ 21> day of _Nov em by, 2016.
Permit No.: 1560-00027-V2

Sincerely

Elliott B. Veg
Assistant Secretary
EBV:qmz

c:. EPA Region VI

Post Office Box 4313 » Baton Rouge, Louisiana 70821-4313 « Phone 225-219-3181 o Fax 225-219-3309
www.deq.louistana.gov
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AIR PERMIT BRIEFING SHEET
AIR PERMITS DIVISION
LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex
Agency Interest No. 4634
LOOP LLC
Cut Off, Lafourche Parish, Louisiana

Background

LOOP LLC’s LOOP Port Complex is an existing pipeline terminal facility in Cut Off and
Leeville, Lafourche Parish, Louisiana. The LOOP Port Complex operated under Part 70
Operating Permit No. 1560-00027-V1 and PSD Permit No. PSD-LA-796, issued July 30,
2015, prior to issuance of this permit.

Origin

A permit application dated June 10, 2016 was submitted by LOOP LLC requesting a Part 70
operating permit modification for above referenced facility. Additional information dated
September 15, 16 and 23, 2016 was also received.

Description

The LOOP Port Complex consists of the Clovelly Dome Storage Terminal in Cut Off, the
Small Boat Harbor in Leeville, the Fourchon Booster Station in Leeville, and the Marine
Offloading Terminal in Grand Isle Block 59 of the Gulf of Mexico. The Clovelly Dome
Storage Terminal consists of nine (9) underground storage caverns and fifteen (15)
operational aboveground storage tanks. The caverns and tanks provide storage for crude oil
prior to pipeline delivery. Eight (8) of the caverns have a capacity of approximately 6.7
million barrels of oil each, and one cavern has a capacity of 4 million barrels of oil. The
combined aboveground storage tanks have a capacity of 9 million barrels of oil.

The terminal also consists of surface facilities located in the same general vicinity which
include a Brine Storage Reservoir, Operations Building, a crude relief tank, fuel and slop oil
tanks, emergency electric generators, and ancillary equipment. The Small Boat Harbor,
located on Bayou Lafourche, shelters crew and work boats and includes hose testing
facilities. The Fourchon Booster Station is a secured unmanned facility with two large diesel
storage tanks and a few small storage tanks. Emission control systems utilized at the LOOP
Port Complex facilities include the latest storage tank technology, mechanical seals on
pumps. and the use of low sulfur fuel oil.

The Clovelly Dome Storage Terminal expansion project was initially proposed in LOOP’s
December 2014 permit application to add six (6) crude oil storage tanks to the terminal. The
project was approved in Part 70 Operating Permit No. 1560-00027-V1 and PSD Permit No.
PSD-LA-796 on July 30, 2015.

With this permit modification, LOOP proposes to add an additional five (5) crude oil storage
tanks, one (1) with a capacity of 371,000 barrels and four (4) with a capacity of 600,000
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AIR PERMIT BRIEFING SHEET
AJR PERMITS DIVISION
LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex
Agency Interest No. 4634
LOOP LLC
Cut Off, Lafourche Parish, Louisiana

barrels each. All eleven (11} new tanks will be equipped with external floating roofs (EFRs).
The overall tank capacity at the terminal will be increased from 9 million barrels to
approximately [4 million barrels. The oil throughput at the terminal will increase from 182.5
million barrels per year to 250 million barrels per year.

In addition, LOOP proposes to add a 500-kW diesel-fuel fired emergency electric generator
and an associated diesel tank (insignificant activity). The tank cleaning emission estimates
are changed as follows: 1) two tank cleanings per year rather than one tank cleaning per vear,
and 2) tank cleaning emissions being controiled by a portable thermal oxidizer. Fugitive
emissions from the facility are also reconciled.

Estimated emissions in tons per year are as follows:

IV.

Pollutant Before After Change
PMq 0.49 0.50 +0.01
PM, s 0.49 0.50 + 0.01
SO, 0.43 0.43 -
NOx 10.15 10.94 +0.79
CO 2.24 241 +0.17
vOC 437.54 418.26 - 19.28

LAC 33:11I Chapter 51 Toxic Air Pollutants (TAPs):

Pollutant Before After Change
2,2,4-Trimethylpentane 0.22 0.22 --
Benzene 2.60 2.48 -0.12
Cumene 0.04 0.04 -
Ethyl benzene 0.26 0.26 --
n-Hexane 2.73 2.60 -0.13
Toluene 1.39 1.36 -0.03
~Xylenes 0.76 0.78 +0.02
Total 8.00 7.74 -0.26
Type of Review

This permit was reviewed for compliance with 40 CFR 70 and the Louisiana Air Quality
Regulations, New Source Performance Standards (NSPS), National Emission Standards for
Hazardous Air Pollutants (NESHAP), and Prevention of Significant Deterioration (PSD).
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AIR PERMITS DIVISION
LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex
Agency Interest No. 4634
LOOP LLC
Cut Off, Lafourche Parish, Louisiana

This facility is a minor source of toxic air pollutants (TAPs) under LAC 33:111.Chapter 51
and an area source of hazardous air pollutants (HAPs).

Credible Evidence

Notwithstanding any other provisions of any applicable rule or regulation or requirement of
this permit that state specific methods that may be used to assess compliance with applicable
requirements, pursuant to 40 CFR Part 70 and EPA's Credible Evidence Rule, 62 Fed. Reg.
8314 (Feb. 24, 1997), any credible evidence or information relevant to whether a source
would have been in compliance with applicable requirements if the appropriate performance
or compliance test or procedure had been performed shall be considered for purposes of Title
V compliance certifications, Furthermore, for purposes of establishing whether or not a
person has violated or is in violation of any emissions limitation or standard or permit
condition, nothing in this permit shall preclude the use, including the exclusive use, by any
person of any such credible evidence or information.

Public Notice

A notice requesting public comment on the permit was published in The Advocate, Baton
Rouge, and in The Lafourche Gazette, Larose, on October 5, 2016. A copy of the public
notice was mailed to concerned citizens listed in the Office of Environmental Services Public
Notice Mailing List on October 3, 2016. The draft permit was also submitted to US EPA
Region VI on September 30, 2016. No comments were received.

Effects on Ambient Air

Emissions associated with the proposed modification were reviewed by LDEQ to ensure
compliance with the NAAQS and AAS. 'LDEQ did not require the applicant to model
emissions.

VIII. General Condition XVII Activities

Emission Rates — tons per year
Work Activity Schedule PMyp SO, NOx CO vOC
Use of Portable 2 times/year | 0.06 0.01 0.79 0.67

Thermal Oxidizer for
Tank Cleaning
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LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex
Agency Interest No. 4634
LOOP LLC

Cut Off, Lafourche Parish, Louisiana

Insignificant Activities

ID No. | Description Citation
Diesel Fuel Tank for Turbine Generator )
2-78 (Clovelly Dome), 8,200 galions LAC 33:111.501.B.5.A.3
B Diesel Fuel Tank for Emergency Crude Pump )
22-78 (Clovelly Dome), 8,200 gallons LAC 33:11.501.B.5.A.3
Tank 3 — Operations Center — Diesel Tank .
25-88 (Clovelly Dome), 550 gallons LAC 33:1I1.501.B.5.A.3
Tank 4 — Operations Center — Diesel Tank .
26-88 (Clovelly Dome), 4,000 gallons LAC 33:111.501.B.5.A.3
27-88 Tank 5 — Fourchon Booster Station Diesel Tank, LAC 33111501 B.5.A.3
1,000 gallons
Tank 6 — Fourchon Booster Station Emergency
28-88 | Generator Diesel Tank (Clovelly Dome), 322 LAC 33:111.501.B.5.A3
gallons
2988 Tank 7 — Fourchon Booster Station Dock Diesel LAC 33:11L501.B.5.A.3
Tank, 560 gallons
30-88 ;‘:ﬁl;ni— Clovelly Day Tank for Fire Pumps, 80 LAC 33:11L501.B.5.A.2
31-88 ;":lrlll;nz— Clovelly Day Tank for Generators, 115 LAC 33:11L501.B.5.A 2
) Tank 10 - Clovelly Underground Slop Oil Tank .
32-88 by Lab, 2,000 gallons LAC 33:11.501.B.5.A.3
34-88 ;‘:;;I;n? — Small Boat Harbor Diesel Tank, 260 LAC 33:1[L501.B.5.A.3
) Day Tank for Operations Center Standby .
36-89 Generator (Clovelly Dome), 94 gallons LAC 33:111.501.B.5.A.2
37-91 | Small Boat Harbor Diesel Tank, 564 gallons LAC 33:111.501.B.5.A3
3816 Day Tank for Standby Generator {Clovelly LAC 33:[11.501.B.5.A 2
Dome), 94 gallons
1A Lab Equipment/Vents LAC 33:111.501.B.5.A.6




LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex
Agency Interest No. 4634
LOOP LLC
Cut Off, Lafourche Parish, Lonisiana

X

Table §. Applicable Louisiana and Federal Air Quality Requirements

IDi, No.

Description

LAC 33:11.Chapter

509

9 |1

2103

2104*

2107

2111

2113

2115

2116*

2121

22

20*

51*

53

56

59*

ONFO1

LOOP Port Complex

I

3

EQTO3

1-78: Crude Relief Tank (Clovelly
Dome)

EQT04

5-78: Slop Oil Tank (Small Boat
Harbor)

EQTO6

11.78: Fourchon Booster Station
Tank No. | — Diesel Fuel

EQTO7

12-78: Salt Dome Cavities (9):
Piping: and Brine Storage Reservoir
(Clovelly Dome)

13-78: Fourchon Booster Station
Tank No. 2 — Diesel Fuel

15-78: 805 hp Fourchon Booster
Station —Standby Generator

17-78: 671 hp Operations Center
Standby Generator

18-78: 860 hp Emergency Crude
Transfer Pump (Clovelly Dome)

20-78: Clovelly Fire Pump

21-78: Standby Generator — Brine
Storage Reservoir (Clovelly Dome)

23-88: Tank ! Operations Center —
Gasoline Tank (Clovelly Dome)

24-88: Tank 2 Operations Center —

Gasoline Tank (Clovelly Dome)




LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

Cut Off, Lafourche Parish, Louisiana

LOOP Port Complex
Agency Interest No. 4634
LOOPLLC

Table 1. Applicable Louisiana and Federal Air Quality Requirements

ID No.

Description

LAC 33:111.Chapter

SA

509

9 11

15

2103

2104*

2107

211

2113

2115

2116*

2121

22

29*

S1*

53*

56

59*

[EQTI8

35-88: Fire School Pump (Clovelly
Dome)

EQTIY

38-91: Operations Center Fire Pump
(Clovelly Dome)

[EQT20

5-99: Crude Oil Tank Farm Firewater

Pump (Clovelly Dome)

[EQT2!

1-07: Emergency Generator

[EQT22

2-07: Emergency Generator

[EQT23

3-07. Emergency Generator

[EQT24

4-07: Emergency Generator

IEQT25

5-07: Emergency Generator

[EQT26

6-07: Emergency Generator

—] ]| |

|EQT27

1-69: Tank 6401 (Clovelly Dome)
External Floating Roof (EFR)

[EQT28

2-99: Tank 6402 (Clovelly Dome)

[EQT29

3-99: Tank 6405 (Clovelly Dome)

EQT30

4-99: Tank 6406 (Clovelly Dome)

EQT31

6-02: Tank 6409 (Clovelly Dome)

[EQT32

7-02: Tank 6410 (Clovelly Dome)

[EQT33

8-07: Tank 6403 (Clovelly Dome)

[EQT34

9-07: Tank 6404 (Cloveily Dome)

[EQT35

10-07: Tank 6407 {Clovelly Dome)

QT36

11-07: Tank 6408 (Clovelly Dome)

EQT37

12-07: Tank 6411 (Clovelly Dome)

[EQT38

13-07: Tank 6412 (Clovelly Dome)

vt ] e [ et ] vt | et | |t |t | |t | e




LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

, LOOP Port Complex
j : Agency Interest No. 4634
: LOOPLLC
Cut Off, Lafourche Parish, Louisiana

X Table 1. Applicable Louisiana and Federal Air Quality Requirements

LAC 33:111.Chapter

541509] 9 | 11|13 1512103(2104*%|2107|2111{2113[2115[2116* [ 2121 22 [29*|51*|53*| 56 |59*

[EQT40 |15-07: Tank 6414 (Clovelly Dome) |
[EQT42 [17-10: Tank 6416 (Clovelly Dome) ]
[EQT43 [18-10: Tank 6417 (Clovelly Dome) ]
[EQT47 [1-10: 520 hp Emergency Generator 1] 1
IEQT48 [22-14: Tank 6413 (Clovelly Dome)
[EQT49 |23-14: Tank 6415 (Clovelly Dome)
{EQTS50 [24-14: Tank 6418 (Clovelly Dome)
[EQTS1 |25-14: Tank 6419 (Clovelly Dome)
[EQTS2 |26-14: Tank 6420 (Clovelly Dome)
QT53 |27-14; Tank 6421 (Clovelly Dome)
EQTS54 |28-16: Tank 6422 (Clovelly Dome)
BQTSS [29-16: Tank 6423 (Clovelly Dome)
EQTS56 [30-16: Tank 6424 (Clovelly Dome)
EQTS7 |31-16: Tank 6425 (Clovelly Dome)
EQTS8 [32-16: Tank 6426 (Clovelly Dome)
EQTS% |1-16: Standby Generator (Clovelly
Dome)

UGO1 10-78: Fugitive Emissions (Clovelly : 3
Dome)

* The regulations indicated above are State Only regulations.

4 Ali LAC 33:11LChapter 5 citations are federally enforceable including LAC 33:111.501.C.6 citations, except when the requirement found in the “Specific Requirements™
report specifically states that the regulation is State Only.

ID No.|Description

s | e | | | e | ot | ot | o | et | | —
it |t | s} e | b st § e | e | et et |




LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex
Agency Interest No. 4634
LOOP LLC
Cut Off, Lafourche Parish, Louisiana

KEY TO MATRIX

| -The regulations have applicable requirements that apply to this particular emission source.

-The emission source may have an exemption from control stated in the regulation. The emission source may not have to be controlled
but may have monitoring, recordkeeping, or reporting requirements.

2 -The regulations have applicable requirements that apply to this particular emission source but the source is currently exempt from these
requirements due to meeting a specific criterion, such as it has not been constructed, modified or reconstructed since the regulations
have been in place. If the specific criteria changes the source will have to comply at a future date.

3 -The regulations apply to this general type of emission source (i.e. vents, furnaces, towers, and fugitives) but do not apply to this
particular emission source.

Blank — The regulations clearly do not apply to this type of emission source.




LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex

! Agency Interest No. 4634
LOOP LLC

Cut Off, Lafourche Parish, Louisiana

X. Table 1. Applicable Louisiana and Federal Air Quality Requirements

40 CFR 60 NSPS 40 CFR 61 40 CFR 63 NESHAP |40 CFR

1D No. Description

A| K|Ka|Kb|Db| Dc [GG|KKK|IIII| A | J |V | A|HH|SS|VV|ZZZZ| 64 |68
| 3

[UNFO1 {LOOP Port Complex
- 1-78: Crude Relief Tank (EFR) (Clovelly
IEQTO3 Dome) :
IEQT04 {5-78: Slop Qil Tank (Small Boat Harbor) 3
I;_:QT% 11-78: Fourchon Booster Station Tank 3
No. 1 — Diesel Fuel

= 12-78: Salt Dome Cavities (9): Piping:
2QT07

and Brine Storage Reservoir (Clovelly

Dome)

13-78: Fourchon Booster Station Tank

|EQT08 No. 2 — Diesel Fuel 3
o 15-78: 805 hp Fourchon Booster Station

IEQT09 —Standby Generator 3 1
: 17-78: 671 hp Operations Center Standby

tEQTI I Generator 3 !

QT2 18-78: 860 hp Emergency Crude Transfer 3 .
[ Pump (Clovelly Dome)

[EQT14 [20-78: Clovelly Fire Pump 3 1
? QT1s 21-78: Standby Generator — Brine 3 I
! Storage Reservoir (Clovelly Dome)

’ 23-88: Tank | Operations Center — .

IEQTIG Gasoline Tank {Clovelly Dome) 3 Subpart CCCCCC applies

f 24-88: Tank 2 Operations Center — .
HEQT” Gasoline Tank (Clovelly Dome) 3 Subpart CCCCCC applies




LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex
Agency Interest No. 4634
LOOP LLC
Cut Off, Lafourche Parish, Louisiana

X. Table 1. Applicable Louisiana and Federal Air Quality Requirements

40 CFR 60 NSPS 40 CFR 61 40 CFR 63 NESHAP |40 CFR

ID No. | Description
Al K|Ka|Kb(Db| Dc |GG KKK || A | J )}V |A|HH|SS|VV|ZZZZ| 64 |68

35-88: Fire School Pump (Clovelly

EQTI8 |50 3 I

38-91: Operations Center Fire Pump
QT19 (Clovelly Dome) 3 !

QT20 5-99: Crude Oil Tank Farm Firewater
Pump (Clovelly Dome)

EEQT21 [1-07: Emergency Generator

[EQT22 [2-07: Emergency Generator

[EQT23 [3-07: Emergency Generator

IEQT24 [4-07: Emergency Generator

[EQT25 [5-07: Emergency Generator

W W || w|w]| w
e |t [t | ot |t | =

[EQT26 |6-07: Emergency Generator

QT27 1-99: Tank 6401 (Clovelly Dome)
External Floating Roof

[EQT28 [2-99: Tank 6402 (Clovelly Dome)

[EQT29 |3-99: Tank 6405 (Clovelly Dome)

[EQT30 [4-99: Tank 6406 (Clovelly Dome)

[EQT31 [6-02: Tank 6409 (Clovelly Dome)

[EQT32 [7-02: Tank 6410 (Clovelly Dome)

[EQT33 {8-07: Tank 6403 (Clovelly Dome)

QT34 [9-07: Tank 6404 (Clovelly Dome)

{EQT35 [10-07: Tank 6407 (Clovelly Dome)

[EQT36 [11-07: Tank 6408 (Clovelly Dome)

[EQT37 [12-07: Tank 6411 (Clovelly Dome)

— o |t | | e | e |t | et ] e | et |

[EQT38 |[13-07: Tank 6412 (Clovelly Dome)




LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex
Agency Interest No. 4634
LOOP LLC
Cut Off, Lafourche Parish, Louisiana

X.. Table 1. Applicable Louisiana and Federal Air Quality Requirements

< 40 CFR 60 NSPS 40 CFR 61 40 CFR 63 NESHAP |40 CFR
ID No. | Description

j Al K|Ka[KbiDb|Dc |GG |KKK|TIII; A | J | V | A|HHISS|VV |ZZZZ| 64 |68
[EQT40 |15-07: Tank 6414 (Clovelly Dome) 1
[EQT42 [17-10: Tank 6416 (Clovelly Dome) 1
[EQT43 |18-10: Tank 6417 (Clovelly Dome) 1 ‘
[EQT47 1-10: 520 hp Emergency Generator 1 1

[EQT48 [22-14: Tank 6413 (Clovelly Dome)
[EQT49 [23-14: Tank 6415 (Clovelly Dome)
EQTS0 [24-14: Tank 6418 (Clovelly Dome)
[EQTS! |25-14: Tank 6419 (Clovelly Dome)
[EQTS2 [26-14: Tank 6420 (Clovelly Dome)
EQTS3 [27-14: Tank 6421 (Clovelly Dome)
EQTS4 [28-16: Tank 6422 (Clovelly Dome)
EQTS5 [29-16: Tank 6423 {Clovelly Dome)
EQT56 |30-16: Tank 6424 (Clovelly Dome)
EQTS7 {31-16: Tank 6425 (Ciovelly Dome)
EQTS58 [32-16: Tank 6426 (Clovelly Dome)
EQTS59 |1-16: Standby Generator (Clovelly | l
Dome)

FUGO! 10-78: Fugitive Emissions (Clovelly
Dome)

e | et | e | s | e | s | e | | ot | |

KEY TO MATRIX
I -The regulations have applicable requirements that apply to this particular emission source.

-The emission source may have an exemption from control stated in the regulation. The emission source may not have to be controlled
but may have monitoring, recordkeeping, or reporting requirements.




LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex
Agency Interest No. 4634
LOOP LLC
Cut Off, Lafourche Parish, Louisiana

2 -The regulations have applicable requirements that apply to this particular emission source but the source is currently exempt from these
requirements due to meeting a specific criterion, such as it has not been constructed, modified or reconstructed since the regulations
have been in place. If the specific criteria changes the source will have to comply at a future date.

3 -The regulations apply to this general type of emission source (i.e. vents, furnaces, towers, and fugitives) but do not apply to this
particular emission source.

Blank — The regulations clearly do not apply to this type of emission source.
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LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex

Agency Interest No. 4634

LOOP LLC

Cut Off, Lafourche Parish, Louisiana

: XI. Explanation for Exemption Status or Non-Applicability of a Source

Gasoline Tanks

Performance for Volatile Organic
Liquids Storage Vessels [40 CFR
60.110b]

11D No. Requirement Status Citation Explanation
I UNFO001 Comprehensive Toxic Air Pollutant Doesnotapply {LAC33:111.5101.A The facility is not a major source of
)| LOOP Port Complex Emission Control Program toxic air pollutants as defined under
[LAC 33:111.Chapter 51] LAC 33:111.5103.
Chemical Accident Prevention Does not apply |40 CFR 68.10; The facility does not store or process
Provisions [40 CFR 68]; LAC 33.111.5901 any referenced listed substance
Chemical Accident Prevention and greater than the threshold amounts.
Minimization of Consequences
[LAC 33:111.Chapter 59]
Emission Standards for Sulfur Dioxide |Doesnotapply [LAC 33:111.1502.A.3 No emission point sources from the
[LAC 33:1li.Chapter 15] facility emit 5 tons/year or more SO,.
Waste Gas Disposal Doesnotapply [LAC33:111.2115 The facility does not have any waste
{LAC33:II1.2115] gas streams.
EQT004, EQT006, and Control of Emissions of Organic Exempt LAC 33:111.2103.B Stored material having the maximum
EQT008 Compounds — Storage of Volatile true vapor pressure less than the
Slop Oil Tank (Small Boat |Organic Compounds threshold of 1.5 psia.
Harbor) and Fourchon [LAC 33:111.Chapter 21}
Booster Station No. 2 Fuel |NSPS Subpart Ka — Standards of Does not apply |40 CFR 60.110a(a) Does not stere petroleum liquids.
Tanks No. [ and No, 2 Performance for Storage Vessels for
Petroleum Liquids [40 CFR 60.110a]
EQT009, EQTO0011, NSPS Subpart 1111 - Standards of Doesnotapply |40 CFR 60.4200{a)(2)(i) |Engines are not fire pumps and were
EQTO0IL5, EQTO021 thru Performance for Stationary 40 CFR 60.4200(2)(3) manufactured prior to April [, 2006
EQTO026 Compression Ignition Internal and were not modified or
Emergency Generator Combustion Engines reconstructed after July 11, 2005.
Engines [40 CFR 60.4200]
EQTO0I16 and EQT017 NSPS Subpart Kb — Standards of Does not apply (40 CFR 60.110b(a) The capacity of each tank is less than

75 m’.




LOUISIANA DEPARTMENT OF ENVIRONMENTAL QUALITY

LOOP Port Complex
Agency Interest No. 4634
LOOP LLC
Cut Off, Lafourche Parish, Louisiana

XI1. Explanation for Exemption Status or Non-Applicability of a Source

1D No. Requirement Status Citation Explanation
EQTO012, EQT014, and NSPS Subpart 1111 -- Standards of Does not apply 40 CFR 60.4200{a)(2)(ii) |Engines were manufactured prior to
EQTO018 thru EQT020 Performance for Stationary 40 CFR 60.4200(a)}(3)  [April 1, 2006 and were not modified
Fire Pump Engines Compression Ignition Internal or reconstructed after July 11, 2005.
Combustion Engines
[40 CFR 60.4200]
FUGO001 Control of Emissions of Organic Does notapply  |LAC 33:111.2121.A Not a listed facility.
Fugitive Emissions Compounds - Fugitive Emissions
(Clovelly Dome) Control [LAC 33:H1.Chapter 21]

The above table provides explanation for both the exemnption status and non-applicability of a source cited by 2 or 3 in the matrix presented in
Section X of this permit




Also Knoiun As:

Physical Location:

Mailing Address:

Location of Front Gate:
Related People:

Related Organizations:

General Information

AllD: 4634 LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

10 Name tser Group Start Date
2205700027 AF3S {EPA Air Facility System) AFS (EPA Air Facility System} 01-01-2000
1560-00027 LOOP LLC - Port Complex CDS Number 10-12-1996
15639811 EPA EIS Facility Site 10 EPA, EIS Facility Site ID 01-01-2011
72-0723344 LOOP LLC - Port Complex Federal Tax ID 11-21-1999
LADI806S8799 LOOP LLC - Port Complex Hazardous Waste Notification 02-22-1983
LADD49402 LPDES # LPDES Permit # 06-25-2003
Priority 2 Emergency Site Priority 2 Emergency Site 07-20-2006
Radiation General License Radiation License Number 01-08-2002
29006030 UST Facility ID # USTFID # 10-11-2002
WQC 100401-G2 Water Quality Cerlification # Water Certification 04-13-2010
2164 LOOP LLC - Port Complex Waler Permitting 11-21-1999

224 E101st PI
Cut CFf, LA 70345

137 Northpark Blvd
Covington, LA 70433

29.463215 latitude, -90.306144 longitude, Coordinate Method: Lat\Long - Decimal Degrees, Coordinate Datum; NADS3

Name Malling Address Phone (Type) Relationship

CaSandra Cooper-Gates 111 Veterans Blivd Ste 600 Metairie, LA 70005 9852766282 (WP) Responsible Official for

CaSandra Cooper-Gates 111 Veterans Bivd Ste 800 Metairie, LA 70005 9852766282 (WP) Water Permit Contact For

Cynthia Gardner-LeBlanc 137 Northpark Dr Covington, LA 704335071 cgleblanc@looplic.ct Emission Inventory Facility Contact for
Cynthia Gardner-LeBlanc 137 Northpark Dr Covington, LA 704335071 9852766299 (WP) Emission Inventory Facility Contact for
Cynthia Gardner-LeBlanc 137 Northpark Dr Covington, LA 704335071 cgleblanc@looplic.ct  Water Permit Contact For

Cynthia Gardner-LeBtanc 137 Northpark Dr Covington, LA 704335071 9852766299 (WP) Water Permit Contact For

Name Address Phone (Type) Relationship

LOOPLLC 137 Northpark Bivd Covington, LA 70433 9852766299 (WP} Air Billing Party for

LOOP LLC 137 Northpark Bivd Covington, LA 70433 cgleblanc@loopllc.c:  Air Billing Party for

LOOPLLC 137 Northpark Bivd Covington, LA 70433 9852766299 (WP) Operates

LOOP LLC 137 Northpark Bivd Covington, LA 70433 cgleblanc@looplic.cr  Operates

LOOPLLC 137 Northpark Bivd Covington, LA 70433 9852766299 (WP) Oowns

LOOP LLC 137 Northpark Bivd Covington, LA 70433 cgleblanc@loopile.c: Water Billing Party for

LOOP LLC 137 Northpark Bivd Covington, LA 70433 9852766298 (WFP) UST Billing Party for

LOOP LLC 137 Northpark Bivd Covington, LA 70433 cgleblanc@loopllc.c

Page 1 of 2

UST Billing Party for
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General Information
AlID: 4634 LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2
Air - Title V Significant Modification

Related Organizations: Name Address Phona (Type) Relationship
LOOP LLC 137 Northpark Bivd Covington, LA 70433 9852766298 (WF) Emission Inventory Billing Party
LOOPLLC 137 Northpark Blivd Covington, LA 70433 cgleblanc@loopllic.c:  Emission Inventory Billing Party
LOOP LLC 137 Northpark Blvd Covington, LA 70433 9852766299 (WP) Woater Billing Party for
LOOP LLC 137 Northpark Bivd Covington, LA 70433 cgleblanc@loopllc.e: Owns

NAIC Godes: 486110, Pipeline Transportation of Crude Oil

Note: This report entitled "General Information® contains a summary of facility-level information contained in LDEQ's TEMPO database for this facllity and is not considered a part of the permit,
Please review the information contained in this document for accuracy and completeness. If any changes are required or if you have questlons regarding this document, you may emall your
changes to facupdate@la.gov.
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Subject Ii:em Inventory:
I |D “ T TTmTTTT

i

' EQT 6004

{ LOOP Port Complex
| EGT 0003

EQT 0006

'
'

'{1-78 - Crude Relief Tank {Ciovelly Dome)

5

“Description

-78 - Slop Oil Tank (Small Boat Harbor)
11-73 Fourchon Booster Station No. 2 Fuel Tank No. 1™~

INVENTORIES

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

pallons

_galions

"1 Tank Volume

_...e3t5 gallons - CC 7
CU A8 million T T T

C T 23 milien T

Max. Operating Rate | Normal Operating Rate |

600 MM BbINT T

"23.1 MM palionsiyr
84060 gallonshy " wastvater and iubg ols T T
23 MM gallonsfyr

" 'Extemal Floating Roof (EFR) |

8760 hriyr

" Operating Time |,

8780 hryr -
8760 hriyr :

Page 1 0f4
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EQT 0007" 12-78 - Salt Dome Cavities (8), Piping, and Brine Storage” ~: 1806 million | - T UB780hryr
.{Reservoir (Clovelly Dome). L., gallns i R

EQT 0008 113-78 - Fourchen Booster Station No. 2 Fuel Tank No. 2 1,18 million i 23 MM gallonslyr 8760 hriyr

'(Clovelly Dome) gallons : : :

- EQT 0009 :15-78 - Fourchon Boosler Station - Standby Generator : 805 horsepower ; 805 horsepower 100 hriyr

EQT 0091 ;1778 - Operations Center Standby Generator T U671 horsepower . 671 horsepower | 00 hriyr

'EQT 0012 |18-78 - Emergency Crude Transfer Pump (Clovelly Dome) ) " '860 horsepower ' 860 horsepower Tto0heyr

'EQT 0014 20-78 - Clovelly Fire Fump : e T 82 MM BT Ur 100 hriyr

"EAT 0015 ,21-78 - Standby Generator - Brine Storage Reservoir 77T " 7108 horsepower 108 horsepower 00 heyr

... (Clovelly Dome) , e

‘EQT 0016 23- 88 - Tank 1 Operahons Center (Cloveily Dome) 9000 gallonslyr 8760 hriyr

'EQT 0017 "24-88 - Tank 2 Operations Center (Clovelly Dome) ) - 9000 gallonsiyr "8760 hriyr

_EQT 0018 35-88 - Fire School Pump (Clovelly Dome) " 400 horsepower T

EQT qq19" 38-91 - Operations Center - Fire Pump {Clovelly Dome) 500 horsepower 500 horsepower 100 heyr

-EQT 0020 :5-80 - Crude Oil Tankfarm Firewater Pump (Clovelly Dome) ""1100 horsepower . 1100 horsepower  : 100 hriyr

:EQT 0021 .1-07 - 470 bhp Emergency Generator (Small Boat Harbor} 470 brake hp ‘ 470 brake hp 100 hriyr

, EQT 0022 12-07 - 470 bhp Emergency Generator (Tank Facility) o 470 brake hp | 470 brake hp 100 hriyr

EQT 0023 :3-07 - 671 bhp Emergency Generator (Clovelly Domey 1 777 "'B71 brake hp T 87 braketp T C100 hriyr T

‘EQ’Tbozit"' 4-07 - 871 bhp Emergency Generator (Cloveily Control | ) "671 brake hp ' " 671 brake hp 100 hriyr -

: ‘Room) .

EQT 0025 i5-07 - 268 bhp Emergency Generator (OC Warehouse) ‘ 288 brake hp ! 268 brake hp 100 hriyr

jEQ‘I_‘@pgtsWe-u? 168 bhp Emergency Generator (LOCAP) ~~ " |~ U8 brakehp T U168 brakehp T 1T “100 hriyr

EQT 0027 .1-29 - Tank 6401 (Clovelly Dome)’ I 11 11 I ) T 25000 bbidday < EFRTT T 8760 hriyr

EQT 0028 .2-68- Tank 8402 (Ciovelly Dome) 800000 BBl T T T 25000 bbliday  'EFR 8760 heiyr

-EQT 0029 ‘3-89 - Tank 6405 (Clovelly Dome) " 600000 bbl 25000 bbifday ‘EFR 6760 hriyr

EQT 0030 (4-89 - Tank 6406 (Clovelly Dome) 600000 bbl : 25000 bbl/day "EFR 8760 hriyr :

"EQT 0031 '6-02 - Tank 6409 (Clovelly Dome) ~ 7T 77 'e0pood bbi i i" 7 25000 bbliday ~ | EFR ' 8760 hriyr j

'EQT 0032 ' 7-02 - Tank 6410 (Clovelly Dome) "7 T gboodo bt . 25000 bbilday ' EFR " 8760 hriyr :

-EQT 0033 8-07 - Tank 6403 (Clovelly Dams) . 600000 bbli | 25000 bbl/day EFR 8760 hriyr ;

“EQT 0034’ '9-07 - Tank 6404 (Clovelly Dome) T Tt T Te60000 bRE T T T T 725000 bbliday ' EFR 8760 hriyr

. EQT 0035 110-07 - Tank 6407 (Clovelly Dome) T 'e00000 bbl T 25000 bbiiday  CEFR " 8760 hriyr

"EQT 0036 11-07 - Tank 6408 (Cloveily Dome) 7600000 bbbl T 25000 bbliday ~TEFR 8760 hriyr

'EQT 0037 :12-07 - Tank 6411 (Clovelly Dome) 600000 bbi i o 25000 bbliday ' EFR’ 78760 hriyr

.EQT'0038 13-07 - Tank 6412 (Clovelly Dome) 800000 bbI - T T ) |7 7725000 bbiday i EFR 8760 hriyr _

"EQT 0040 ‘15-07 - Tank 6414 (Clovelly Dome) ) 0o e00oooBbi T T T T T T 725000 bbiday EFR © 7 a7e0hryr T



INVENTORIES

Al 1D: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

Subject ltem Inventory:
N | I Description Tank Volume Mayx. Operating Rate  Normal Operating Rate | Contsnts " Operating Time
' LOOP Port Complex i
'EQT 0042 "17-10 - Tank 6416 {Clovelly Dome) 600000 bbl 25000 bbi/day "EFR 8760 hriyr
{EQT 0043 18-10 - Tank 8417 (Clovelly Dome) 600000 bbl ‘ 25000 bbliday  ‘EFR 8760 hriyr
'EQT 0047 1-10-520 hp Emergency Generator ‘ 520 brake hp 520 brake hp . ) ~ 1oChryr s
"EQT 0048 22-14 - Tank 6413 (Clovelly Dome) 371000 bbl 26003 bbi/day EFR B760 hriyr J
‘EQT 0049 '23-14 - Tank 6415 (Clovelly Dome) 371000 bb 26093 bbliday ~ EFR 8760 hriyr
EQT 0050 '24-14 - Tank 6418 (Clovelly Dome) 371000 bbt 26003 bbl/day "EFR 8760 hriyr
.EQT 0051 '25-14 - Tank 6419 (Clovelly Dome) 371000 bb 26093 bbliday ~ EFR 8760 hetyr
'EQT 0052 :26-14 - Tank 8420 (Clovelly Dome) 371000 bbt _ 26093 bbliday ~  EFR 8760 hriyr
 EQT 0053 ;27-14 - Tank 6421 (Ciovelly Dome) 371000 bbl 26093 bbliday T EFR 8780 hryr
'EQT 0054 :28-16 - Tank 6422 (Clovelly Dome) 371000 bbl 27307 bbliday  EFR 8780 hriyr
;EQT 0055 '29-16 - Tank 6423 (Clovelly Dome) 600000 bbl 27307 bbliday | EFR . 8780 hriyr
-EQT 0056 :30-16 - Tank 6424 (Clovelly Dome) £00000 bbl 27397 bbliday ' EFR 8760 hriyr
'EQT 0057 3716 - Tank 6425 {Clovelly Dome) ] 600000 bbl 27307 bbifday  EFR 8760 hriyr
'EQT0058  32-16 - Tank 6426 (Clovelly Dome) - 600000 bbl' _ o 27307 bbiday EFR _ 8760 hriyr
'EQT 0059 1-16—Stanc_ltqy_ng_e_;ator (Clovelly Dome) 671 h_orsepowep 671 horsepower Diesel ) 100 hrlyr o
'FUG 0001 10-78 - Fugitive Emissions (Clovelly Dome) Not applicable 8760 hriyr
Stack Information: 7 7 )
- Description Velocity " Flow Rate Diameter Discharge Area 'Height  Temperature
: (fifsec) (cubic ft/min-actual) (feat) (square feet) {feet) (oF)
LGP Fort Gomplex S AT TR o ks e
" EQIT 0008 15-78 - Faurchon Booster Station - Standby Generator T2s7 5014 57 [ IR
. EQT 0011 17-78 - Operations Center Standby Generator 181 T g759 .87 T ‘865
" EQT 0012 18-78 - Emergency Crude Transfer Pump (Clovelly Dome) 28 "'B3000 B B [ S 7T
EQT 0014 20-78 - Clovelly Fire Pump 238 ""1943 T 42 127 185
I"EQT 0015 21-78 - Standby Generator - Brine Storage Reservoir (Clovelly Dome) 212 {08793 T a3 o 10 1100
{ EQIT 0018 35-88 - Fire School Pump (Ciovelly Dome) T 386.2 790 -2 8 g20 T
| EQT 0018 38-91 - Operations Center - Fire Pump (Clovelly Dome) "386.2 790 ) S 8 g0
- EQT 0020 5-89 - Crude Oil Tankfarm Firewater Pump (Clovelly Dome) i3 104 T TR - B O I
TEQT 0021 1-07 - 470 bhp Emergency Generator (Small Boat Harbor) 3077 3625 s T ‘B3 g0t
TEQT 0022 2-07 - 470 bhp Emergency Generator (Tank Facility) "a07.7 3625 5 9.38 201
EQT 0023 3-07 - 671 bhp Emergency Generator (Clovelly Dome} 220,69 2600 5 9,83 810 k
: EQT 0024 4-07 - 671 bhp Emergency Generator (Clovelly Control Room) 22069 T T2gop T T 9.83 TR
: EQT 0025 5-07 - 268 bhp Emergency Generator (OG Warehouse) ' 135.04 130 A2 T T 10.25 1086
EQT oozs 5-07 168 bhp Emergency Generatnr (LOCAP) T 3049 "898 .25 ) 10.58' 850
Page 2 of 4 TPORO149



INVENTORIES
Al1D: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2
Air - Title V Significant Modification

Stackinformation:

D Description Velocity Flow Rate Diameter Discharge Area Height Temperature
o (ftlsec) (cublc ﬂlmin—aclual) {feet) (square feet) (feet) (oF)
'LooP ﬁort Complex o T T
“’E’iiftibli“i"'iiid"'SEDTrb"r'-:'riiérgéht:Q Generator T T T TTa2060 "”2’666’”" - e T 1T I
EQT 0059 1 16 Standby Generllor (Clovelly Dome) T E [:{ 5759 Y o T 18 T8gs
Relationshlps:
SUbject Itnm Groups
T |D T S Group Type o T - o Gl‘ﬂl-lp Désdripﬂon o ) ) -
‘cﬁG”Obb“i i{Common Requirements Group o TGP Generators ‘and Pumps T a o
CRG 0002 :Common Requirements Group o ) TTTTSTKS - Slorage Tanks T T o ) T )
"GRP 9003 Eqmpment Group Tt e "ANK CAP - Crude Oil Storage Tlnk CAP (Clwelly Dome) T ) o
'UNFO001 “UnitorFacilyWide ——— ~ ~ — """ """ " 'LPC-LOOP Port Complex - T i
Group Membership:
R |_ T T T - N Miémiber of Gronps _ .-
' EQT 0009 ~ 15-78 - Fourchon Booster Station - Standby Generator =~ "~ - CRG0000000001 )
~EQT 0011 . 17-78 - Operations Center Standby Generator | CRGOGODDC0001
'EQT 0012~ ' 18-78- Emergency Crude Transfer Pump (Clovelly Dome)  ~~ """ U @RGO600DO00DT T T - T
"EQT 0014~ 20-78- Clovelly Fire Pump T ) o RG0O000DCO0OT - - T T
EQT 0015 21-78 - Standby Generator - Brine Storage Reservoir (Clovelty Dome) T T CGRGO0ODOD00GOT T T T T
{EQT 0018~  35-B8 - Fire School Pump (Cloveily Dome) I CRGODDODO0O01 ) )
. EQT 0019 ' 38-91 - Operalions Center - Fire Pump (Clovelly Dome) ; CRG0000000001
EQT 0020 """f5-99  Crude Oif Tankfarm Firewater Pump (Clovelly Dome) T T TTCRGO00DO0O000DT T T T o - ST
"EQT0021 7 1-07- 470 bhp Emergency Generaior (Small Boat Harbor) o i " CRGGDO0DD0GDYT T T T - o
EQT 0022 ' 2-07-470 bhp Emergency Generator { (Tank Fadility) . - "CRGOODDOO000T T T B T T
EQT 0023 " :'3-07 - 671 bhp Emergency Generator (Ciovelly | Dome) e - o - UCRGODDODOOOOT T T T I -
"EQT 0024 '4-07 - 671 bhp Emergency Generater {Clovelly Conirol Room) T T CRGOO00000DOT ) ) o S
"EQT 0025 . 5-07 - 288 bhp Emergency Generator | (OCWarehouse) T ) T TUUTUCRGR00000C0O0T T T T T T
EQT0026 . 6-07 - 168 bhp Emergency Generator (LOCAP} ’ I cRGoS00000001 ’ o T
CEQT0027 " 7 1-59 < Tank 6401 (Clovelly Dom'e') T T N . ) ""CRG0000000002, GRPOOO0000003 ) o
(EQT 0028~ '2-89- Tank 8402 (Clovelly Dome) h T - o " CRG0000000002, GRPOODO000O03 B N
CEQT 0029 . 3-99- Tank 6405 (Clovelly Dome) . CRGO000000002, GRPO0D0GG0003 ) )
{EQT 0030~ i'4-89- Tank 6406 (Clovelly Dome) o - ) ' CRGO00OD00002, GRPOODDOC0DO ~— ) -
"EQT 0031 " 8-02 - Tank 6408 (Clovelly Dome) ~ - " CRG0000000002Z, GRPOODDOOG0O0DS B
"EQT 0032 T | 7-02 - Tank 6410 (Clovelly Dome) " CRGOC00000002, GRPODODD00003
EQT 0033 : 8-07 - Tank 8403 {Clovelly Dome) . CRGOOCO000002, GRPO0O0OCD00003
CEQT 0034 T 8-07 - Tank 6404 (Clovelly Dome) T ) ” TCRGODO0O000002, GRPOODODD0003 )
TEQT 0035 - 10-07 - Tank 6407 (Clovelly Dome) " | CRGOD0GU00002, GRPO000000003 —~
Page 3 of 4 TPORD149



Group Membership:

(H

INVENTORIES

Al ID: 4634 - LOOP LLC - LOOP Port Complex

Description

Activity Number: PER20160001
Permit Number: 1560-00027-V2
Air - Title V Significant Modification

" Member of Groups

. EQT 0036
| EQT 0037

71-07 - Tank 6408 (Clovelly Dome)
" 12-07 - Tank 6411 (Ciovelly Dome)

CRG0000000002, GRPDOOD000003

" CRGOO0O0G0002, GRFO0D0000003

- EQT 0038

~EQT o040
- EQT 0042
T EQT 0043

" EQT 0048

~13-07 - Tank 6412 (Clovelly Dome)
" 15-07 - Tank 6414 (Clovelly Dome)

~717-10 - Tank 6416 (Clovelly Dome)

" 18-10 - Tank 6417 (Clovelly Dome)
. 22-14 - Tank 6413 (Clovelly Dome)

CRGO0000000002, GRPOO00000003

" CRGO00D000002, GRPOODOC00003
" CRG0O00000C00Z, GRPO0OO0000003
' CRGOODON00002, GRPEDODO00003
' CRGO00D000002, GRPODOOON003

“EQT 0040
- EQT 0050

_EQT 0051
TEQT 0052

| EQT 0053

_EQT0054
| EQT 0065

_EQT 0058
 EQT 0057

 EQT 0058 | | T
NOQOTE: The UNF group relationship is not printed in this table. Every subject item is a member of the UNF group

23-14 - Tank 6415 (Clovelly Dome)
'24-14 - Tank 6418 (Clovelly Dome})
"7 '25-14 - Tank 6419 (Clovelly Dome}
" 26-14 - Tank 6420 (Clovelly Dome}

" 27-14 - Tank 6421 {Clovelly Dome)

" 28-16 - Tank 6422 (Clovelly Dome)

© 20-16 - Tank 6423 (Clovelly Dome)
- 30-16 - Tank 6424 (Clovelly Dome)

_31-18 - Tank 6425 (Clovelly Dome)
. 32-16 - Tank 6428 (Clovelly Dome)

Annual Maintenance Fee:

~Fee Number

S1364

SIC Ceodes:

Air Contaminant Source

Muitiplier

" 1364 Crude Ol Pipeline - Facility with Over 500,000 BBLS Storage

. ! Gapacity

4812_ " Cruds betr:oleur'n pipelines
5612 Crude petroleum pipelines

Al 4634
¢ UNF 001

Page 4 of 4

CRG0000000002, GRPODOCOC0003

" CRG00OD000002, GRPOO00000003
" CRGO00000000Z, GRPODOC000003

'CRGO000000002, GRPOO0OD00003 ~

" CRG0000000002, GRPODOG000003

" CRGOD0DO00002, GRPOGH0000003

"’ CRG0000000002, GRFGOOO000003 ™~~~
" CRGO00DD00002, GRPOCODOGO0DS ~ T

" CRGOCOD000002, GRPOC0D000003

" CREO0D0000002, GREGONO000003

Units Of Measure
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EMISSION RATES FOR CRITERIA POLLUTANTS AND CO2e

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2
Air - Title V Significant Modification

- s02

NOx

. j : :
. Subject item J " Avg lbthr T Max Ibihr ""E"':l"é}igﬁééf"1‘_“A\}'§"Iﬁiﬁr"§"'iiﬂ‘é;—lﬁhf'-'i “TonsiYear : Avglb/hr | MaxIb/ir | TonsNear . Avglb/hr | Maxtb/hr | TonsiYear |
 LOOP Port Complex | | i
“EQtT 0003 B 7 A B o
178 i i : ! . H i : : ! : :
TEQT 0004 T T T ey A I Y T T
Lo * ; : ? ? ? 5 . — :
B = 1 T pT e a - o
e —— S NN AURU S R . N B S S L
EQT 0007 i T [ o ;
OR8PS S S SO SN S R S SOOI SOV S
EQT 08 : ! : | | : ; |
e B B S SR e
- e . 056 056 : 003 | o 56 056 | 003 033 : 033 0.02 19, 32 T 32 0o7
- 597 oot . 047 . 047 ooz | 047 047 | 002 027 | 027 001 i 6. 1o T IY Y
~EaTooiz osom oso | ooa nso 060 . 003 03 | 038 . o002 zo 64 I 2064 o 03 '
16-78 ' : P { 0. .0 - - . 1
EQT 0014 00 . o so | o oa o eo [ 080 | 003 056 0.6 0.03 840 840 o a2
; HQroots o 24 o 24 - o o1 o 24 024 ¢ o0t 022 02 s 35 335 07
BT SR s et S S o it oot N St
2388 1 : i : ! ; i _ __ e
CTUEQT o0fr T LT T R T [ e -
o O U SO OO SNSRI FUP S B, A N A
- T o aa ' 004 088 | 085 | 004 082 | o082 0.04 12.40 3 12 0 nsz
. EQT 0019 L0 1. 10 . ;008 | 110 | 110 . 006 103 103 0.05 15 so . 15 sn 073 .
UL Y S 77 004 Do 4 oomm | o4 044 | 044 0.02 2s 40 . zs 40 1 32 :
Ear o021 . 1.0 1 03 . o 05 1 03 ! 103 . 005 096 ' 086 - 005 14 5? 14 57 o 73 :
sqronzz 03 1.03 u os 1 03 108 005 086 . 0986 . 005 14 57 | 14 57 om
£ar o00z3 0.47 o a7 o 02 : n 47 | 047 | D02 027 ; 027  : 00t 16 10 ; 16 0 081
QT oo24 0.47 o 47 o 02 o 47 | 047 | 002 0.27 027 | oot 16 10 16 0 0.81
£ar o025 L oss o 59 0.03 o 59 . 059 . 003 0.55 055 | 0038 - s 31 s 31 042
EQr 0026 037 o 37 0.02 0.37 P07 0.02 0.34 034 . o002 | 5 21 ‘ 5 21 026
EQT 0047 1 o4 0, 64 " 003 o 64 | 04 0.03 1.07 1.07 005 | 4% 4 025

- EQT 0059
Al

047

0.02

Page 1 of 4
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EMISSION RATES FOR CRITERIA POLLUTANTS AND CO2e

AlID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

co voc
Subject ltem | Avg Ibfhr MaxTb/hr  TonsfYear  Avglb/hr  MaxIb/hr ' Tons/Year :
' LOOP Port Complex 7 |
"'ng"odo:’a' : ' ' 078 o7 D342
- EQr ooo4 ' - ' 01 <01 <00t
Earooos ' ' | 010 010 046
. EQr dog7 S ) 032 ss2 138
. EQrooos ' ' 010 010 046
i EQT 0009 443 443 oz2  os7 087 . 003
. EQTO0T - 355 360 018 047 047 . 002
BT 0012 473 413 024 061 Yy 003
- EQr oois 183 183 o008 o068 068 003
EQroots = 47 o7z o004 027 0z o001
fﬂ: 0016 - - ' 006 006 027
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EMISSION RATES FOR CRITERIA POLLUTANTS AND CO2e

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

;
o

Cooemio T T ""'"T_“Fﬁi."s' T se T T N

""" Subject ftem | AvgibMr [ MaxThihr | Tons/Vear i Avplibihe | Maxib/hr | TonsiYear | Avgibihr | MaxIbr | TonsiVear | Avgibhr | Maxibr | Tons.Nairl

] ;
' LOOP Port Comptex } } i ! | |
?06.00_01___n S SO ,,,,T,,,,,,f,.,....,,,,i,,,,,,,,i,,,,fi,,uﬂm L. ”77”37,,,,,,,, N iwmf w,.r.,"..‘,:...v..-..,.v ._[ O
L T, ; : ? : | | : !
; GRP oma' I “iu"ﬂr WW’""'“"“L""‘""‘""""*'ﬁ:'ﬁ‘ wrromeem "'*v-'f—*Er—vf———fff---w.‘....—gv—fffrffrﬁ,,,,d,,,x, — 77;», _ - I - ‘E- _ o e :
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EMISSION RATES FOR CRITERIA POLLUTANTS AND CO2e

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

co voc
- Subjectitem . Avglb/hr - Maxib/r  Tons/Year  Avglb/hr  MaxIbhr  TonsiYear |
' LOOP Port Complex ;
- Flgooot - Y 006 028 :
. ORP 0003 o - . sass TR

Note: Emission rates in bold are from alternate scenarios and are not included in permitted totals unless otherwise noted in a footnote.
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EMISSION RATES FOR TAP/HAP & OTHER POLLUTANTS

Al ID: 4634 - LOOP LLC - LOOP P ort Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Alr - Title V Significant Modification

Emission Pt | Pollutant Cavglbmr  Maxhe | TonsiYear

EQT 0003 2.24- Tnmelhylpentane © <0.001 <0001 L <0.01

Benzene . 0005 . 005 © 002

Elhyl benzene 5 <001 <001 . <0.01

in-Hexane . 0005 | o005 © o0z

| = '

‘ Toluene : 0.002 : 0. 002 ; 0.01
L <001 - <001 L <0.01

| Xylene (muxed Isomers)
5271; 0008 :Benzene | <0.01 : <0 01 <0.01
| Etty benzene <001 <o 01 " <00t

Toluene , 0.002 : 0 002 : 0.0t

| Xylone (mixed somers) B T T 003
Egt%?fif*v""'ﬁ* .Zrﬁéie-TnmelhyTp;naTehh T ;. “"<0 001 o __| <0 01 )

| Benzene T o2 o« m_._..
: é;;;;ne I <00t <00t

| Ethylbenzene. © 000 . 0001 - <001

| nne;a,;;’ S oot oot <001

Toluene ' 0,003 " o003 © o0

Xylene (mixed isomers) oo Y oo4 S} 02

VEQT G008 e T
| 1378 Benzene i <001 <001 <0 01

Elhyl benzene <0 01 <o 01 <001

i Toluene : 001

'Xylene (mlxed isomers) ; D 01 . 0.01 0.03

EQT 0016
! 2388

|
'Benzene ‘ <0.01 L <0.01 © <0.01 :

n—l-lexane L <001 . <0.01 A X

T
| Toluene <001 <00 . <001

“Eqr o017
| 2488

1 .n.He,ane <00t w0 - <om

Benzene <0.01 <0.01 E <0.01

; Toluene , <001 <001 | <00t
rﬁﬁéuo_“?-i--—___ e e e it e e m e [ N ) .. - -
1078 Bozee L _ |
’Elhyl benzene § <0.001 <0001 Y

<0001 <0001 <00t

n-Hexane <ooo1 . <0001 <00t

Taluene - <000 - <0.001 . <001

Xylene (m|xed tsomets) <0. 001 : <0.001 <0.01

77,4.,~.--3 == . i
?&i&'g 224-Tnmethylpentane o ; 0 05 o S 70.722 ,
0.55 : ) 241
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EMISSION RATES FOR TAP/HAP & OTHER POLLUTANTS

Al ID: 4634 - LOOP LLC - LOOP P ort Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

' EmissonPt . polutamt CAvglbmr . Maxihe o TonsiYear
?E&ggg‘* o Cumene . - e 001 R S 003
o
, ‘n-Hexane 0.58 | 25 :
Xylene (mixed isomers) 0.16 0.69

JUNE000r T 4 Tdmethyipentane S ) o2
Benzene oo 248
Ethy'beﬂzene Cme e e e SN 025

nHexane 260
Tomene e o S 133 e
: X)&Ené (rr-lixed isomersl) o o . - - l 078

Note: Emission rates in bold are from alternate scenarios and are not included in permitted totals unless otherwise noted in a footnote. Emission rates
attributed to the UNF reflect the sum of the TAP/HAP limits of the individual emission points {or caps) under this permit, but do not constitute an
emission cap.
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SPECIFIC REQUIREMENTS

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-v2

Air - Title V Significant Modification

CRG 6001 GP - Generators and Pumps

Group Mcmbcn: EQT 0009EQT 6011 EQT 0012EQT 0014EQT 001SEQT 0018EQT 0019EQT 0020EQT 0021 EQT 0022EQT 0023 EQT 0024EQT 0025EQT 0026

L

3

40 CFR 63.6603(a)}
40 CFR 63.6603(2)]

[40 CFR 63.6603(a)]

[40 CFR 63.6603(a)]
[40 CTR 63.6605(a))
(40 CFR 63.6605(b)]

[40 CFR 63.6625(¢))

[40 CFR 63.6625(f)]
[40 CFR 63.6640(a)]

(40 CFR 63.6640(F)(1)(ii))

[40 CFR 63.6640(1)(1)(iii)]

[40 CFR 63.6655)

Change oil and filter every 500 hours of operation or annually, whichever comes first. Subpart ZZZZ. [40 CFR 63.6603(a)]
Equipment/operational data monitored by visual inspection/determination annually or every 1,000 hours of operation, whichever comes first.
Inspect air cleaner, Subpart ZZZZ, [40 CFR 63.6603(a)]

Which Months: All Year Statistical Basis: None specified

Equipment/operational data monitored by visual inspection/determination annually or every 500 houss of operation, whichever comes first.
Inspect all hoses and belts, and replace as necessary. Subpart ZZZZ. [40 CFR 63.6603(a)]

Which Months: All Year Statistical Basis: None specified

Minimize the engine's time spent at idle and minimize the engine's startup time at startup to a period needed for appropriate and safe loading of
the engine, not to exceed 30 minutes. Subpart ZZZZ. [40 CFR 63.6603(a), 40 CFR 63.6625(h}]

Be in compliance with emission limitations and operating limitations in 40 CFR 63 Subpart ZZZZ at all times. Subpart ZZZZ. [40 CFR
63.6605(a)]

Operate and maintain at all times in a manner consistent with safety and good air pollution control practices for minimizing emissions. Subpart
ZZZZ.[40 CFR 63.6605(b)]

Operate and maintain the stationary RICE and after-treatment control device (if any) according to the manufacturer's emission-related written
instructions or develop a maintenance plan which provides to the extent practicable for the maintenance and operation of the engine in 2 manner
consistent with good air pollution control practice for minimizing emissions. Subpart ZZZZ. [40 CFR 63.6625(e)]

Install a non-resettable hour meter, Subpart ZZZZ. [40 CFR 63.6625(0]

Demonstrate continuous compliance with each applicable emission limitation and operating limitation in 40 CFR 63 Subpart ZZZZ Tables la
and 1b, Tables 2a and 2b, Table 2c, and Table 2d according to methods specified in 40 CFR 63 Subpart ZZZZ Table 6. Subpart ZZZZ. [40 CFR
63.6640(a)]

Operate for the purpose of maintenance checks and readiness testing, provided that the tests are recommended by Federal, State or local
government, the manufacturer, the vendor, or the insurance company associated with the engine. Limit maintenance checks and readiness testing
to 100 hours per year. Subpart ZZZZ. [40 CFR 63.6640(H)( 1)(ii)]

Operate up to 50 hours per year in non-emergency situations, but count those 50 hours towards the 100 hours per year provided for maintenance
and testing. Do not use the 50 hours per year for peak shaving or to generate income for a facility to supply power to an electric grid or
otherwise supply power as part aof a financial arrangement with another entity; except that the emergency engine may be operated for a maximum
of 15 hours per year as part of a demand response program if the regional transmission organization or equivalent balancing authority and
transmission operator has determined there are emergency conditions that could lead to a potential electrical blackout, such as unusually low
frequency, equipment overload, capacity or energy deficiency, or unacceptable voltage level. Do not operate for more than 30 minutes prior to
the time when the emergency condition is expected to occur, and terminate the engine operation immediately after the facility is notified that the
emergency condition is no longer imminent. Count the 15 hours per year of demand response operation as part of the 50 hours of operation per
year provided for non-emergency situations. Subpart ZZZZ. [40 CFR 63.6640(f)( 1)(iii)]

Equipment/operational data recordkeeping by electronic or hard copy at the regulation's specified frequency. Keep records of the information
specified in 40 CFR 63.6655(a) through (), as applicable. Subpart ZZZZ,
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SPECIFIC REQUIREMENTS

Al lD: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

CRG 0001 GP - Generators and Pumps

13

14

[LAC 33:TIL.1101.B]

[LAC 33:111.1311.C]

Opacity <= 20 percent, except for emissions that have an average opacity in excess of 20 percent for not more than one six-minute period in any
60 consecutive minutes.

Which Months: All Year Statistical Basis: None specified

Opacity <= 20 percent; except emissions may have an average opacity in excess of 20 percent for not more than one six-minute period in any 60
consecutive minutes.

Which Months: All Year Statistical Basis: Six-minute average

CRG 0002 STKS - Storage Tanks

Group Members: EQT 0027EQT 0028EQT 0029EQT 003CEQT 0031 EQT 0032EQT 0033EQT 0034EQT 0035EQT 0036 EQT 0037EQT 0038 EQT 0040EQT 0042EQT 0043 EQT 0048 EQT 0049EQT D050
EQT 0051 EQT 0052EQT 0053 EQT 0054 EQT A055EQT 0056 EQT 00S7EQT 0058

15

16

17

19
20

[40 CFR 60.112b{a)(2)(ii)]

[40 CFR 60.1 12b(a)(2)]

{40 CFR 60.1 13b(b)(3)]
[40 CFR 60.1 13b(b)4)(iXA)]

[40 CFR 60.113b(b)4)(1)(B)]
[40 CFR 60.113b(b)(4)(i)]

Except for automatic bleeder veris and rim space vents, each opening in a noncontact external floating roof shall provide a projection below the
liquid surface. Except for automatic bleeder vents, rim space vents, roof drains, and leg sieeves, equip each opening in the roof with a gasketed
cover, seal, or lid and maintain in a closed position at all times (i.e., no visible gap) except when the device is in actual use. Close automatic
bleeder vents at all times when the roof is floating except when the roof is being floated off or is being landed on the roof leg supports. Set rim
vents to open when the roof is being floated off the roof legs supporls or at the manufacturer's recommended setting. Equip automatic bleeder
vents and rim space vents with gaskets. Provide each emergency roof drain with a slotted membrane fabric cover that covers at least 90 percent
of the area of the opening. Subpart Kb. [40 CFR 60.112b(a)}2)(ii)]

Equip with an external floating rcof consisting of a pantoon-type or double-deck type cover that rests on the liquid surface in a vessel with no
fixed roof. Equip with a closure device between the wall of the storage vessel and the roof edge. The closure device consists of two seals,
secondary above the primary. The primary seal shall be either a mechanical shoe seal or a liquid-mounted seal. Except as provided in 40 CFR
60.113b(b)(4), the primary seal shall completely cover the annular space between the edge of the floating roof and tank wall. The secondary seal
shall completely cover the annular space between the external floating roof and the wall of the storage vessel in a continuous fashion except as
allowed in 40 CFR 60.113b(b)(4). The roof shall be floating on the liquid at all times (i.e., ofT the roof leg supports) except during initial fill
until the roof is lifted off leg supports and when the tank is completely emptied and subsequently refilled. The process of filling, emptying, or
refilling when the roof is resting on the leg supports shall be continuous and shall be accomplished as rapidly as possible. Subpart Kb. [40 CFR
60.112b(a)(2)}

Add the gap surface area of each gap location for the primary seal and the secondary seal individually and divide the sum for each seal by the
nominal diameter of the tank and compare each ratio to the respective standards in 40 CFR 60.113b(b)(4). Subpart Kb. [40 CFR 60.113b(b)}(3}]
One end of the mechanical shoe is to extend into the stored liquid, and the other end is to extend a minimum vertical distance of 61 cm above the
stored liquid surface. Subpart Kb. [40 CFR 60.113b(b){4)(i)(A)]

There are to be no holes, tears, or other openings in the shoe, primary seal fabric, or seal envelope. Subpart Kb, {40 CFR 60.1 13b(b)(4)(iXB)]
Seal gap area <= 212 cm*2/m of tank diameter (accumulated area) for gaps beiween the tank wall and the mechanical shoe or liquid-mounted
primary seal. Subpart Kb. [40 CFR 60.113b(b)(4)(1)]

Which Months: All Year Statistical Basis: None specified
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SPECIFIC REQUIREMENTS

AlID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

CRG 0002 STKS - Storage Tanks

21

22

23

24

25.

26

27

28

29

30

3T

32

[40 CFR 60.113b(b)(4)())

[40 CFR 60.113b{b)(4)(ii{A)]

140 CFR 60.113b(b)4)(ii}(B)]
[40 CFR 60.113b(b)4)i)(B)]
[40 CTR 60.113b(b)(4)(H)NC))
[40 CFR 60,1 13b(b}4)]

[40 CFR 60.113b{bX5)]

[40 CFR 60.113b(b)(6)()]

{40 CFR 60.113b(b)6)(ii))

(40 CFR 60.1135(b)(6)]

[40 CFR 60.115b(b)(1)]

[40 CFR 60.115b(b){(2}]

Seal gap width <= 3.81 cm for the width of any portion of any gap between the tank wall and the mechanical shoe or liquid-mounted primary
seal. Subpart Kb. [40 CFR 60.113b{b)}(4)(i)]
Which Months: All Year Statistical Basis: None specified

Install the secondary seal above the primary seal so that it completely covers the space between the roof edge and the tank wall except as
provided in 60.113b(b)(2)(iii). Subpart Kb. [40 CFR 60.113b(b)4)(ii}(A)]

Seal gap area <= 21.2 c*2/m of tank diameter (accumulated area) for gaps between the tank wall and the secondary seal. Subpart Kb. [40 CFR
60.113b(b)(4)(ii)(B)]

Which Months: All Year Statistical Basis: None specified

Seal gap width <= 1.27 cm for the width of any portion of any gap between the tank wall and the secondary seal. Subpart Kb. [40 CFR
60.113b(b)(4)ii}B)]

Which Months: All Year Statistical Basis: None specified

There are to be no holes, tears, or other openings in the secondary seal or seal fabric. Subpart Kb. [40 CFR 60.113b(b)(4)(ii)(C)]

Make necessary repairs or empty the storage vessel within 45 days of identification in any inspection for seals not mecting the requirements listed
in 40 CFR 60.113b{b)(4) (i) and (ii) except as specified in 40 CFR 60.113b(b)(4)(iii). Subpart Kb. [40 CFR 60.113b(b}4)}]

Submit notification: Due at least 30 days in advance of any gap measurements required by 40 CFR 60.113b{b)(1) to afford DEQ the opportunity
to have an observer present. Subpart Kb, [40 CFR 60.113b(b)(5)]

If the external floating roof has defects, the primary seal has holes, tears, or other openings in the seal or the seal fabric, or the secondary seal has

-holes, tears, or other openings in the seal or the seal fabric, repair the items as necessary so that none of the conditions specified in this paragraph

exist before filling or refilling the storage vessel with VOL. Subpart Kb. [40 CFR 60.113b(b)(6)(i)]

Submit notification in writing: Due at least 30 days prior to the filling or refilling of each storage vessel for which an inspection is required by
40 CFR 60.113b(6) to afford DEQ an opportunity to inspect the storage vessel prior to refilling. If the inspection required by paragraph 40 CFR
60.113b(b)(6) is not planned and the owner or operator could not have known about the inspection 30 days in advance or refilling the tank, notify
DEQ at least 7 days prior to the refilling of the storage vessel. Notify by telephone immediately followed by written documentation
demonstrating why the inspection was unplanned. Alternatively, submit notification in writing including the written documentation and send by
express mail so that it is received by DEQ at least 7 days prior to the refilling. Subpart Kb. [40 CFR 60.113b(b)(6)(ii)]

Tank roof and seals monitored by visual inspection/determination at the regulation's specified frequency. Inspect the external floating roof, the

primary seal, the secondary seal, and fittings each time the storage vessel is emptied and degassed. Subpart Kb. [40 CFR 60.113b(b)(6)]
Which Months: All Year Statistical Basis: None specified

Submit a report: Due to DEQ as an attachment to the notification required by 40 CFR 60.7(a)(3). This report shall describe the control
equipment and certify that the control equipment meets the specifications of 40 CFR 60.112b(a}(2) and 60.113b(b)(2), (b}(3}, and (b)(4). Keep
copies of all reports for at least two years. Subpart Kb, [40 CFR 60.115b(b)(1}]

Submit a report: Due to DEQ within 60 days of performing the seal gap measurements required by 40 CFR 60.113b(b){1). The report shall
contain: 1) the date of measurement, 2) the raw data obtained in the measurement, 3} the calculations described in 40 CFR 60.113b(b)(2) and
(b)(3). Keep copies of all reports for at least two years. Subpart Kb. [40 CFR §0.115b(b)(2)]
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SPECIFIC REQUIREMENTS

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-v2

Air - Title V Significant Modification

CRG 6002 STKS - Storage Tanks

33

34

35

36

37
38
39

40

41

42

43

44

45

46

[40 CFR 60.115b(b)(3)}

(40 CFR 60.115b(b)4))

[40 CFR 60.116b(b)]

{40 CFR 60.116b(c)]

(LAC 33:111.2103.B]
[LAC 33:111.2103.D.2.)
[LAC 33:]11.2103.D.2.b]

[LAC 33:111.2103.D.2.c]

[LAC 33:111.2103.D.2.d]

[LAC 33:111.2103.D.2.¢}

[LAC 33:111.2103.D.2.¢}
[LAC 33:111.2103.D.2.¢]
[LAC 33:111.2103.D.2.¢]

[LAC 33:111.2103.D.2.¢]

Gap measurement(s) recordkeeping by electronic or hard copy upon each occurrence of gap measurement performance, as required by 40 CFR
60.113b(b). Each record shall identify the storage vessel in which the measurement was performed and shall contain: 1) the date of
measurement, 2) the raw data obtained in the measurement, 3) the calculations described in 40 CFR 60.113b(b)(2) and (b)(3). Keep copies of
all records for at least two years. Subpart Kb. [40 CFR 60.115b(b)(3)]

Submit a report: Due to DEQ within 30 days after each seal gap measurement that detects gaps exceeding the limitations specified by 40 CFR
60.113b(b)(4). The report will identify the vessel and contain the information specified in 40 CFR 60.115b(b)(2) and the date the vessel was
emptied or the repairs made and date of repair. Keep copies of all reports for at least two years. Subpart Kb. [40 CFR 60.115b{b){4}]
Equipment/operational data recordkeeping by electronic or hard copy at the approved frequency. Keep readily accessible records showing the
dimension of the storage vessel and an analysis showing the capacity of the storage vessel. Keep copies of all records for the life of the source as
specified by 40 CFR 60.116b(a). Subpart Kb. [40 CFR 60.116b(b)]

VOL storage data recordkeeping by electronic or hard copy at the approved frequency. Records consist of the VOL stored, the period of storage,
and the maximum true vapor pressure of that VOL during the respective storage period. Keep copies of ail records for at least two years.
Subpart Kb. [40 CFR 60.116b(c)]

Equip with a submerged fill pipe.

Seal closure devices required in LAC 33:111.2103.D shall have no visible holes, tears, or other openings in the seals or seal fabric.

Seal closure devices required in LAC 33:111.2103.D shall be intact and uniformly in place around the circumference of the floating roof and the
tank wall.

Seal gap area <= | in*2/ft of tank diameter (6.5 cm2/0.3 m), for gaps between the secondary seal and tank wall that exceed 1/8 inch (032 cm) in
width.

Which Months: All Year Statistical Basis: None specified .
Seal gap area <= 10 in"2/ft of tank diameter (65 cm2/0.3 m), for gaps between the primary seal and tank wall that exceed 1/8 inch (0.32 ¢cm) in
width.

Which Months: All Year Statistical Basis: None specified

Equipment/operational data recordkeeping by electronic or hard copy upon occurrence of event. Keep records of conditions that are not up to
the standards described in LAC 33:111.2103.D.2, and the date(s) that the standards are not met. Notify the administrative authority within seven
days of noncompliance with LAC 33:111.2103.D.2,

Initiate repairs of seals within seven working days of recognition of defective conditions by ordering appropriate parts, to avoid noncompliance
with LAC 33:111.2103. Complete repairs within three months of the ordering of the repair parts,

Primary scals: Scal gap area & width monitored by measurement once every five years at any tank level, provided the roof is off its legs,
Which Months: All Year Statistical Basis: None specified

Secondary Seal or closure mechanism monitored by visual inspection/determination semiannually.

Which Months: All Year Statistical Basis: None specified

Sccondary seals: Seal gap area & width monitored by measurement annually at any tank level, provided the roof is off its legs.

Which Months: All Year Statistical Basis: None specified
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SPECIFIC REQUIREMENTS

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

CRG 0002 STKS - Storage Tanks

47 [LAC 33:111.2103.D.3]

48 [LAC 33:111.2103.D]

49: [LAC 33:i11.2103.H.1]
50; [LAC 33:111.2103.H.3]
51. [LAC 33:111.2103.1]

52 [LAC 33:111.509)

53 [LAC 33:111.509)

54 [LAC 33:11.509]

Provide all openings in the external floating roof (except for automatic bleeder vents, rim space vent, and leg sleeves) with a projection below the
liquid surface. Equip each opening in the roof (except for automatic bleeder vents, rim space vents, roof drains, and leg sleeves) with a cover,
seal or lid that is to be maintained in a closed position at all times except when the device is in actual use. Keep automatic bleeder vents closed
at all times except when the roof is being floated off the roof leg supports. Set rim vents to open when the roof is being floated off the roof leg
supports or at the manufacturer's recommended setting. Equip any emergency roof drain with a slotted membrane fabric cover or equivalent
cover that covers at least 90 percent of the opening.

Equip with an external floating roof consisting of a pontoon type roof, double deck type roof, or external floating cover which will rest or float
on the surface of the liquid contents and is equipped with a primary closure seal to close the space between the roaf edge and tank wall and a
continuous secondary seal {a rim mounted secondary) extending from the floating roof to the tank wall.

Determine compliance with LAC 33:111.2103.D.2 and 4 using the methods in LAC 33:111.2103.H.1.

Determine VOC maximum true vapor pressure using the methods in LAC 33:111.2103.H.3.a-¢.

Equipment/operational data recordkeeping by electronic or hard copy at the regulation’s specified frequency. Keep records of the information
specified in LAC 33:111.2103.1.1 - 7, as applicable.

BACT for VOC emissions from normal operations for Tanks EQT0048 through EQT0058 is to equip tanks with External Floating Roofs that
meet requirements of 40 CFR 60 Subpart Kb,

BACT for VOC emissions from tank cleaning for Tanks EQT0048 through EQT0058 is to limit the amount of time between the cessation of
pumping out product and the start of liquid heel and sludge removal from the tank floor during floating roof cleaning and 1o use a thermal
oxidation device to control emissions from the tank cleaning operations for each cleaning event.

BACT for VOC emissions from tank landings for Tanks EQT0048 through EQT0058 is to comply with requirements of 40 CFR
60.112b(a)(2)(iii) during each roof landing event.

EQT 0003 1-78 - Crude Relief Tank (Clovelly Dome)

55. [40 CFR 60.112a(a)(1)(i)(A)]
56, [40 CFR 60.112a(a)1)(iXA)]

57 [40 CFR 60.112a(a)( 1)}iXC)]

58 [40 CFR 60.112a(a)(1{i)}(D)]
59 {40 CFR 60.112a{a)( 1)(i)]
60 [40 CFR 60.112a(a) 1Xii}(A)}]

Seal gap area <= 10.0 in*2/#t (212 sq cm/meter) of tank diameter for the accumulated area of gaps between the tank wall and the mechanical
shoe seal or liquid-mounted primary seal. Subpart Ka. [40 CFR 60.112a(a){1)(i}(A)]

Which Months: All Year Statistical Basis: None specified

Seal gap width <= 1.5 in (3.81 cm) for the width of any portion of any gap between the tank wall and the mechanical shoe seal or liquid-mounted
primary seal. Subpart Ka. [40 CFR 60.112a(2)(1)}{(i)(A)]

Which Months: All Year Statistical Basis: None specified

One end of the primary seal metallic shoe is to extend into the stored liquid, and the other end is to extend a minimum verticat distance of 24
inches (61 centimeters) above the stored liquid surface. Subpart Ka. [40 CFR 60.112a(a)( 1 }{1)(C)]

There are to be no holes, tears, or other openings in the shoe, primary seal fabric, or seal envelope. Subpart Ka. [40 CFR 60.112a(a){ 1)(i}(D)]
The primary seal is to be either 2 metallic shoe seal, a liquid-mounted seal, or a vapor-mounted seal. Subpart Ka. [40 CFR 60.112a(a)( | )}(i)]

Install the secondary seal above the primary seal so that it completely covers the space between the roof edge and the tanik wall except as
provided in 40 CFR 60.112a(a){I)(ii}B). Subpart Ka. [40 CFR 60.112a(a)1)(ii}{A)]
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SPECIFIC REQUIREMENTS

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Alir - Title V Significant Modification

EQT 0003 1-78 - Crude Relief Tank ({Clovelly Dome)

61

62

63
64

65

66

67

68

69

[40 CFR 60.112a(a){1)(ii)(B)]

[40 CFR 60.112a{a)(1)(ii}(B)]

[40 CFR 60.112a(a)(1}{ii}(C)]
[40 CFR 60.112a(a)( 1){iii)}

[40 CFR 60.112a(a)(1Xiv))

{40 CFR 60.112a(a) 1}]

{40 CFR 60.113a(a) 1){i)(A}]

[40 CFR 60.113a(a)(1)(iB)]

[40 CFR 60.113a(a)(1)(iND))

Seal gap area <= 1.0 in"2/ft (21.2 sq cm/meter) of tank diameter for the accumulated area of gaps between the tank wall and the secondary seal
used in combination with a metallic shoe or liquid-mounted primary seal. Subpart Ka. [40 CFR 60.112a(a)(1){ii)}(B)]

Which Months: All Year Statistical Basis: None specified

Seal gap width <= 0.5 in (1.27 cm) for the width of any portion of any gap between the tank wall and the secondary seal used in combination
with a metallic shoe or liquid-mounted primary seal. Subpart Ka. [40 CFR 60.112a(a){1)(ii)}B)]

Which Months: All Year Statistical Basis: None specified

There are to be no holes, tears or other openings in the secondary seal or seal fabric. Subpart Ka. [40 CFR 60.112a(a)(1)(ii)}(C}]

Each opening in the roof except for automatic bleeder vents and rim space vents is to provide a projection below the liquid surface. Equip each
opening in the roof except for automatic bleeder vents, rim space vents and leg sleeves with a cover, seal or lid and maintain in 2 closed position
at all times (i.e., no visible gap) except when the device is in actual use or as described in 40 CFR 60.112a(a)(1){iv). Close antomatic bleeder
vents at all times when the roof is floating, except when the roof is being floated off or is being landed on the roof leg supports. Set rim vents to
open when the roof is being floated off the roof leg supports or at the manufacturer's recommended setting, Subpart Ka. [40 CFR
60.112afa)(1)(iii}]

Provide each emergency roof drain with a slotted membrane fabric cover that covers at least 90 percent of the area of the opening. Subpart Ka.
[40 CFR 60.1{2a{a)(1)(iv)]

Equip with an external floating roof consisting of a pontoon-type or double-deck-type cover that rests on the surface of the liquid contents and is
equipped with a closure device between the tank wall and the roof edge. Except as provided in 40 CFR 60.112a(a)(1)(ii)(D), the closure device
is to consist of two seals, one (secondary) above the other (primary). The roof'is to be floating on the liquid at all times (i.e., off the roof leg
supports) except during initial fill and when the tank is completely emptied and subsequently refilled. The process of emptying and refilling
when the roof is resting on the leg supports shall be continuous and shall be accomplished as rapidly as possible. Subpart Ka. [40 CFR
60.112a(a) 1)]

Seal gap area & width monitored by measurement at the regulation's specified frequency. Determine the gap areas and maximum gap widths
between the primary seal and the tank wall within 60 days of the initial fill with petroleum liquid and at least once every 5 years thereafter using
the procedures in 40 CFR 60.113a(a)( 1)(ii). Accomplish all primary seal inspections or gap measurements which require the removal or
dislodging of the secondary seal as rapidly as possible and replace the secondary seal as soon as possible. Subpart Ka. [40 CFR
60.113a(a){(1)(iMA)]

Which Months: All Year Statistical Basis: None specified

Seal gap area & width monitored by measurement at the regulation's specified frequency. Determine the gap areas and maximum gap widths
between the secondary seal and the tank wall within 60 days of the initial fill with petroleum liquid and at least once every year thereafter using
the procedures in 40 CFR 60.113a(a)(1)(ii). Subpart Ka. [40 CFR 60.113a(a)}(1)(i)(8)]

Which Months: All Year Statistical Basis: None specified

Gap measurement(s) recordkeeping by electronic or hard copy upon each occurrence of gap measurement performance, Each record shall
identify the vessel on which the measurement was performed and shall contain the date of the seal gap measurement, the raw data obtained in the
measurement process required by 40 CFR 60.113a{a)(1)(ii) and the calculation required by 40 CFR 60.113a{a)(1)(iii). Keep records of each
gap measurement at the plant for a period of at least 2 years following the date of measurement. Subpart Ka. [40 CFR 60.113a(a){ 1)(i)}(D)]
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SPECIFIC REQUIREMENTS

Al ID: 4634 - LOOP LL.C - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

EQT 0003 1-78 - Crude Relief Tank {Clovelly Dome)

70; [40 CFR 60.113a(a}()G)(E)]
71
72
73;
74
75,
76
77

78

79

80

81

82

83

[40 CFR 60.113a(@)(1}iv)}

[40 CFR 60.115a]

[LAC 33:111.2103.B)

[LAC 33:111.2103.D.2.a}
[LAC 33:111.2103.D.2.b]

[LAC 33:111.2103.D.2.c]

[LAC 33:111.2103.D.2.d}

[LAC 33:111.2103.D.2.¢]

[LAC 33:111.2103.D.2.¢]
[LAC 33:111.2103.D.2.¢]
[LAC 33:111.2103.D.2.¢]

[LAC 33:111.2103.D.2.¢]

[LAC 33:111.2103.D.3]

Submit report: Due to DEQ within 60 days of the date of seal gap measurements, if either the seal gap calculated in accord with 40 CFR
60.113a(a)(1)(iii) or the measured maximum seal gap exceeds the limitations specified by 40 CFR 60.112a. The report shall identify the vessel
and list each reason why the vessel did not meet the specifications of 40 CFR 60.112a. The report shall also describe the actions necessary to
bring the storage vessel into compliance with the specifications of 40 CFR 60.112a. Subpart Ka. [40 CFR 60.113a(a){1){i)(E)}

Submit notification: Due to DEQ at least 30 days prior to the gap measurement to afford DEQ to have an observer present. Subpart Ka. [40 CFR
60.113a(a)(1)iv)]

Petroleum liquid storage data recordkeeping by electronic or hard copy continuously. Maintain a record of the petroleum liquid stored, the
period of storage, and the maximummn true vapor pressure of that liquid during the respective storage period, except as provided in 40 CFR
60.115a(d). Subpart Kat all timesa.

Equip with a submerged fill pipe.

Seal closure devices required in LAC 33:111.2103.D shal! have no visible holes, tears, or other openings in the seals or seal fabric.

Seal closure devices required in LAC 33:111.2103.D shall be intact and uniformly in place around the circumference of the floating roof and the
tank wall.

Seal gap area <= ] in"2/ft of tank diameter (6.5 cm2/0.3 m), for gaps between the secondary seal and tank wall that exceed 1/8 inch (0.32 cm) in
width.

Which Months: All Year Statistical Basis: None specified

Seal gap area <= 10 in*2/ft of tank diameter (65 cm2/0.3 m), for gaps between the primary seal and tank wall that exceed 1/8 inch (0.32 em) in
width.

Which Months: All Year Statistical Basis: None specified

Equipment/operational data recordkeeping by electronic or hard copy upon occurrence of event. Keep records of conditions that are not up to
the standards described in LAC 33:111.2103.D.2, and the date(s) that the standards are not met. Notify the administrative authority within seven
days of noncompliance with LAC 33:111.2103.D.2.

Initiate repairs of seals within seven working days of recognition of defective conditions by ordering appropriate parts, to avoid noncompliance
with LAC 33:111.2103. Complete repairs within three months of the ordering of the repair parts.

Primary seals: Seal gap area & width monitored by measurement once every five years at any tank level, provided the roof is off its legs.
Which Months: All Year Statistical Basis: None specified

Secondary Seal or closure mechanism monitored by visual inspection/determination semiannually.

Which Months: All Year Statistical Basis: None specified

Secondary seals: Seal gap area & width monitored by measurement annually at any tank level, provided the roof is off its legs.

Which Months: All Year Statistical Basis: None specified

Provide all openings in the external floating roof (except for automatic bleeder vents, rim space vent, and leg sleeves) with a projection below the
liquid surface. Equip each opening in the roof (except for automatic bleeder vents, rim space vents, roof drains, and leg sleeves) with a cover,
seal or lid that is to be maintained in a closed position at all times except when the device is in actual use. Keep automatic bleeder vents closed
at all times except when the roof is being floated off the roof leg supports. Set rim vents to open when the roof is being floated off the roof leg
supports or at the manufacturer's recommended setting. Equip any emergency roof drain with a slotted membrane fabric cover or equivalent
cover that covers at least 90 percent of the opening.
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SPECIFIC REQUIREMENTS

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Alr - Title V Significant Modification

EQT 0003 1-78 - Crude Relief Tank {Clovelly Dome)

84 [LAC 33:111.2103.D]

85 {LAC 33:I1L.2103.H.1]
86 [LAC 33:111.2103.H.3]
87 [LAC33:111.2103.]

Equip with an external floating roof consisting of a pontoon type roof, double deck type roof, or external floating cover which will rest or float
on the surface of the liquid contents and is equipped with a primary closure seal to close the space between the roof edge and tank wall and a
continuous secondary seal (a rim mounted secondary) extending from the floating roof to the tank wall,

Determine compliance with LAC 33:111.2163.D.2 and 4 using the methods in LAC 33:111.2103.H.1.

Determine VOC maximum troe vapor pressure using the methods in LAC 33:111.2103.H.3.a-e,

Equipment/operational data recordkeeping by electronic or hard copy at the regulation's specified frequency. Keep records of the information
specified in LAC 33:11.2103.1.1 - 7, as applicable.

EQT 0016 23-88 - Tank 1 Operations Center {Clovelly Dome)

88 [40 CFR 63.11116(a)]

89 [LAC33:111.2103.A]
50 [LAC 33:111.2103.H.3]
91 [LAC 33:111.2103.])

Permittee shall not handle dispensing of gasoline in 2 manner that would result in vapor releases to the atmosphere for extended period of time.
The following measures, not all inclusive, shall be undertaken:

a} minimize gasoline spills; b) clean up spills as expeditiously as practicable; c) cover all open gasoline containers and all gasoline storage tank
ill-pipes with a gasketed seal when not in use; d) minimize gasoline sent to open waste collection system that collect and transport gasoline to
reclamation and recycling devices, such as oil/water separators; and ¢) keep records available within 24 hours of a request by the Administrator
to document gasoline throughput. [40 CFR 63.11116(a), 40 CFR 63.11116(b}]

Equip with a submerged fill pipe.

Determine VOC maximum true vapor pressure using the methods in LAC 33:111.2103.H.3.a2-e,

Equipment/operational data recordkeeping by electronic or hard copy at the regulation's specified frequency. Keep records of the information
specitied in LAC 33:111.2103.1.1 - 7, as applicable.

EQT 0017 24-88 - Tank 2 Operations Center {Clovelly Dome)

92 [40 CFR 63.11116(a)]

93 [LAC 33:111.2103.A]
94 [LAC 33:I11.2103.H.3]
95 [LAC 33:111.2103.1]

Permittee shall not handle dispensing of gasoline in a manner that would resuit in vapor releases to the atmosphere for extended period of time.
The following measures, not al! inclusive, shall be undertaken:

a) minimize gasoline spills; b) clean up spills as expeditiously as practicable; ¢} cover all open gasoline conlainers and al! gasoline storage tank
ill-pipes with a gasketed seal when not in use; d) minimize gasoline sent to open waste collection system that collect and transport gasoline to
reclamation and recycling devices, such as oil/water separators; and ) keep records available within 24 hours of a request by the Administrator
to document gasoline throughput. {40 CFR 63.11116(a). 40 CFR 63.11116(b)]

Equip with a submerged fill pipe.

Determine VOC maximum true vapor pressure using the methods in LAC 33:111.2103.H.3.a-¢.

Equipment/operational data recordkeeping by electronic or hard copy at the regulation's specified frequency. Keep records of the information
specified in LAC 33:111.2103.1.1 - 7, as applicable.

EQT 0047 1-10 - 520 hp Emergency Generator
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96.
97
98:

99%:

100
101
102

103;
104
105,
106
107

108

[40 CFR 60.4205(b)]
(40 CFR 60.4206]
[40 CFR 60.4207(b)]
|

i
[40 CFR 60.420%(a)]

[40 CFR 60.421 1{a)}(1}]
[40 CFR 60.421 L(a}(2))
[40 CFR 60.4211(a)(3}]

[40 CFR 60.4211(c))
(40 CFR 60.421 1(D)]
[40 CFR 60.4214(b)]
[40 CFR 63.6590(c)]
[LAC 33:111.1101 B)

{LAC 33:111.1311.C]

SPECIFIC REQUIREMENTS

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

EQT 0047 1-10 - 520 hp Emergency Generator

Comply with the emission standards for new nonroad CI engines in 40 CFR 60.4202, for all pollutants, for the same model year and maximum
engine power. Subpart [111. [40 CFR 60.4205(b)]

Operate and maintain stationary CI ICE according to the manufacturer's written instructions or procedures developed by the owner or operator
that are approved by the engine manufacturer, over the entire life of the engine. Subpart ITII.

Beginning October 1, 2010, use diesel fuel that meets the requirements of 40 CFR 80.510(b) for nonroad diesel fuel. Subpart I1II. [40 CFR
60.4207(b)]

Operating time monitored by hour/time monitor continuously during operation. Install a non-resettable hour meter ptior to startup of the engine.
Subpart 1111. [40 CFR 60.4209(a)]

Which Months: All Year Statistical Basis: None specified

Operate and maintain the stationary CI internal combustion engine and control device according to the manufacturer's emission-related written
instructions, except as permitted in 40 CFR 60.4211(g). Subpart IT1I. [40 CFR 60.4211(a)(1)]

Change only those emission-related settings that are permitted by the manufacturer, except as permitted in 40 CFR 60.4211(g). Subpart IH1. [40
CFR 60.4211(a)(2)]

Meet the requirements of 40 CFR 89, 94 and/or 1068, as applicable, except as permitted in 40 CFR 60.4211(g). Subpart ITII. [40 CFR
60.4211(a)(3))

Ensure engine is certified to the emission standards in 40 CFR 60.4205(b), as applicable, for the same model year and maximum (or in the case
of fire pumps, NFPA nameplate) engine power. Install and configure according to the manufacturer's specifications. Subpart I111. [40 CFR
60.4211(c)]

Operate according to the requirements in 40 CFR 60.4211(f)(1) through (f¥3). Any operation other than emergency operation, maintenance and
testing, emergency demand response, and operation in nonemergency situations for 50 hours per year, as described in 40 CFR 60.4211(f)(1)
through (f)(3), is prohibited. Subpart II11. [40 CFR 60.4211(f)]

Operating time recordkeeping by electronic or hard copy upon occurrence of event. If the emergency engine does not meet the standards
applicable to non-emergency engines in the applicable model year, keep records of the operation of the engine in emergency and non-emergency
service that are recorded through the non-resettable hour meter. Record the time of operation of the engine and the reasen the engine was in
operation during that time. Subpart 1111 [40 CFR 60.4214(b)]

Meet the requirements of 40 CFR 60 Subpart II11 for compression ignition engines or 40 CFR 60 Subpart JJ)J for spark ignition engines.
Subpart ZZZ7. [40 CFR 63.6590(c)]

Opacity <= 20 percent, except for emissions that have an average opacity in excess of 20 percent for not more than one six-minute period in any
60 consecutive minutes.

Which Months: All Year Statistical Basis: None specified

Opacity <= 20 percent; except emissions may have an average opacity in excess of 20 percent for not more than one six-minute period in any 60
consecutive minutes.

Which Months: All Year Statistical Basis: Six-minute average

EQT 0059 1-16 - Standby Generator {Ciovelly Dome)
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SPECIFIC REQUIREMENTS

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

EQT 0059 1-16 - Standby Generator (Clovelly Dome)

109

110

111

112

[13

{14

115

116

117

118

119

120

121

[40 CFR 60.4205(b)]
[40 CFR 60.4206)
{40 CFR 60.4207(b))]

[40 CFR 60.4209(a)]

[40 CFR 60.4211(a)(1)]
[40 CFR 60.4211(a)(2}]
[40 CFR 60.4211(2)(3)]

[40 CFR 60.4211(c))

[40 CFR 60.42} 1(D)]

[40 CFR 60.4214(b)}

[40 CFR 63.6390(c)]

[LAC 33:1I1.1101.B]

[LAC 33:11.1311.C)

Comply with the emission standards for new nonroad CI engines in 40 CFR 60.4202, for all pollutants, for the same mode! year and maximum
engine power. Subpart I1111. [40 CFR 60.4205(b)]

Operate and maintain stationary CI ICE that achieve the emission standards as required in 40 CFR 60.4204 and 40 CFR 60.4205 over the entire
life of the engine. Subpart ITII.

Use diesel fuel that meets the requirements of 40 CFR 80.510{b) for nonroad diese! fuel, except that any existing diesel fuel purchased (or
otherwise obtained) prior 1o October 1, 2010, may be used until depleted. Subpart IIiE, [40 CFR 60.4207(b)]

Operating time monitored by hour/time monitor continuously during operation. 1f the emergency engine meets the standards applicable to
emergency engines, install a non-resettable hour meter prior to startup of the engine. Subpart IH1. [40 CFR 60.4209(a)]

Which Months: All Year Statistical Basis: None specified

Operate and maintain the stationary Cl internal combustion engine and control device according to the manufacturer's emission-related written
instructions, except as permitted in 40 CFR 60.4211(g). Subpart ITII. [40 CFR 60.4211¢a)(1)]

Change only those emission-related settings that are permitted by the manufacturer, except as permitted in 40 CFR 60.4211(g). Subpart 111, [40
CFR 60.4211(a)(2)] :

Meet the requirements of 40 CFR 89, 94 and/or 1068, as applicable, except as permitted in 40 CFR 60.4211(g). Subpart IIIi. [40 CFR
60.4211(a)(3)]

Ensure engine is certified to the emission standards in 40 CFR 60.4204(b), or 40 CFR 60.4205(b) or (c), as applicable, for the same model year
and maximum (or in the case of fire pumps, NFPA nameplate) engine power. Install and configure according to the manufacturer's emissions-
related specifications, except as permitted in 40 CFR 60.4211(g). Subpart HII. [40 CFR 60.4211(c)]

Cperate according to the requirements in 40 CFR 60.4211(f)(1) through (f}(3). Any operation other than emergency operation, maintenance and
testing, emergency demand response, and operation in nonemergency situations for 50 hours per year, as described in 40 CFR 60.421F{f)}(1)
through (f)(3), is prohibited. Subpart IIT1. [40 CFR 60.4211(D]

Operating time recordkeeping by electronic or hard copy upon occurrence of event. If the emergency engine meets the standards applicable to
emergency engines in the applicable model year, keep records of the operation of the engine in emergency and non-emergency service that are
recorded through the non-resettable hour meter. Record the time of operation of the engine and the reason the engine was in operation during
that time. Subpart IT11. [40 CFR 60.4214(b)]

Meet the requirements of 40 CFR 60 Subpart I111 for compression ignition engines or 40 CFR 60 Subpart JJJJ for spark ignition engines.
Subpart ZZZZ. [40 CFR 63.6590(c}]

Opacity <= 20 percent, except for emissions that have an average opacity in excess of 20 percent for not more than one six-minute period in any
60 consecutive minutes.

Which Months: Ali Year Statistical Basis: None specified

Opacity <= 20 percent, except for emissions that have an average opacity in excess of 20 percent for not more than one six-minute period in any
60 consecutive minutes.

Which Months: All Year Statistical Basis: Six-minute average

FUG 0001 10-78 - Fugitive Emissions {Clovelly Dome)
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SPECIFIC REQUIREMENTS

Al ID: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

FUG 9001 10-78 - Fugitive Emissions {Clovelly Dome)

122:

[LAC 33:11.2111]

Equip all rotary pumps and compressors handling volatile organic compounds having a true vapor pressure of 1.5 psia or greater at handling
conditions with mechanical seals or other equivalent equipment.

GRP 6003 TANK CAP - Crude Oil Storage Tank CAP (Clovelly Dome}

Group Members: EQT 0036EQT 0037EQT 0038EQT 0040EQT 0042EQT 0043 EQT 0048EQT 0049EQT 0050 EQT 0051 EQT 0052EQT 00S3EQT 00S4EQT 0055EQT 00S6EQT 0057EQT 00SSEQT 0027
EQT 0028EQT 0029EQT 0930EQT 0031 EQT 0032EQT 0033EQT 0034EQT 0035

123. [LAC 33:I1.507.H.1.a]

Permittee shall demonstrate compliance with the capped VOC emission limit by maintaining the total calculated VOC emissions from all the
tanks under this cap, including emssions from normal tank operations, tank landings, and tank cleanings, no more than 411.19 tons per year. The
total VOC emissions from the tanks shall be calculated based on tank throughput, number of tank landings, and number of tank cleanings.
Permittee shall maintain records of tank throughput; for each roof landing event, the tank identification number, the date and time the roof was
unable to maintain its seal due to being placed on its legs, and the date and time when the roof was refloated; for each cleaning event, the tank
identification number, the date and time when the degassing and cleaning cycle started, and the date and time when the degassing and cleaning
cycle ended . Calculated monthly VOC emissions from all tanks shall be recorded each month. The total VOC emissions calculated for all the
tanks for the last twelve months shall also be recorded each month, These records shall be kept on site and available for inspection by the Office
of Environmental Compliance. The total calculated VOC emissions from the tanks above the maximum given in this specific requirement for
any twelve consecutive month period shal! be a violation of this permit and must be reported to the Office of Environmental Compliance. A
report showing the overall calculated VOC emissions from the tanks shall be submitted to the Office of Environmental Compliance by April 30
for the preceding calendar year.

UNF 0001 LPC -LOOP Port Complex

124

125
126:
127:
128
129

130

[40 CFR 60.]
[40 CFR 63.6640(b)]

(40 CFR 63.6640(e)]
[40 CFR 63.6650(1)]
[40 CFR 63.6660(a)]
[40 CFR 63.6660(b)]

[40 CFR 63.6660(c)]

All affected facilities shall comply with all applicable provisions in 40 CFR 60 Subpart A.

Report each instance in which each applicable emission limitation or operating limitation in 40 CFR 63 Subpart ZZZZ Tables 1a and 1b, Tables
2a and 2b, Table 2c, and Table 2d were not met according to the requirements of 40 CFR 63.6650. Subpart ZZZZ. [40 CFR 63.6640(b)]
Report each instance in which the applicable requirements in 40 CFR 63 Subpart ZZZZ Table 8 were not met. Subpart ZZZZ. [40 CFR
63.6640(¢)]

Report all deviations as defined in 40 CFR 63 Subpart ZZZ7. in the semiannual monitoring report required by 40 CFR 70.6(a){3){iii{}(A) or 40
CFR 71.6(a)(3)(iii)(A). Subpart ZZZZ. [40 CFR 63.6650(f)]

Keep records in a form suitable and readily available for expeditious review according to 40 CFR 63.10(b)(1). Subpart ZZZZ. {40 CFR
63.6660(a})

Keep each record for 5 years following the date of each occurrence, measurement, maintenance, corrective action, report, or record, as specified
in 40 CFR 63.10(b){1). Subpart ZZZZ. {40 CFR 63.6660(b)]

Keep each record readily accessible in hard copy or electronic form on-site for at least 5 years after the date of each occurrence, measurement,
maintenance, corrective action, report, or record, according to 40 CFR 63.10(b)(1). Subpart ZZZZ. [40 CFR 63.6660(c)]
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SPECIFIC REQUIREMENTS

Al ID: 4634 - LOOP LLC - LOOP Port Compiex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

UNF 0001 LPC - LOOP Port Complex

131
132

133

134

135

136

137

[38

139

140

141

142

143

144

145

146

[40 CFR 63.]
[LAC 33:111.1103]

{LAC 33:111.1303.B]
[LAC 33:111.1305]
[LAC 33:111.2113.A]

[LAC 33;111.219]

[LAC 33:111.2901.D]

[LAC 33:111.2901.F]

[LAC 33:111.509)
[LAC 33:111.535)

[LAC 33:111.5611.A}
[LAC 33:111.5611.B]

[LAC 33:111.905]

[LAC 33:111.913]

[LAC 33:H1.917.A]

[LAC 33:111.917.B]

All affected facilities shall comply with all applicable provisions in 40 CFR 63 Subpart A.

Emissions of smoke which pass onto or across a public road and create a traffic hazard by impairment of visibility as defined in LAC 33:111.111
or intensify an existing traffic hazard condition are prohibited.

Emissions of particulate matter which pass onto or across a public road and create a traffic hazard by impairment of visibility or intensify an
existing traffic hazard condition are prohibited.

Prevent particulate matter from becoming airborne by taking all reasonable precautions. These precautions shall include, but not be limited to,
those specified in LAC 33:111.1305.A.1-7.

Maintair: best practical housekeeping and maintenance practices at the highest possible standards to reduce the quantity of organic compounds
emissions. Good housekeeping shall include, but not be limited to, the practices listed in LAC 33:111.2113.A.1-5,

Failure to pay the prescribed application fee or annual fee as provided herein, within 90 days after the due date, will constitute a violation of
these regulations and shall subject the person to applicable enforcement actions under the Louisiana Environmental Quality Act including, but
not limited to, revocation or suspension of the applicable permit, license, registration, or variance,

Discharges of odorous substances at or beyond property lines which cause a perceived odor intensity of six or greater on the specified eight point
butanol scale as determined by Method 41 of LAC 33:1i1.2901.G are prohibited,

If requested to monitor for edor intensity, take and transport samples in a manner which minimizes alteration of the samples either by
contamination or ioss of material. Evaluate all samples as soon after collection as possible in accordance with the procedures set forth in LAC
33:111.2901.G.

Comply with the requirements of PSD-LA-796 (M-1). This permit includes provisions of the Prevention of Significant Deterioration (PSD)
review from Permit PSD-LA-796 (M-1).

Comply with the Part 70 General Conditions as set forth in LAC 33:111.535 and the Louisiana General Conditions as set forth in LAC 33:111.537.
[LAC 33:111.535, LAC 33:111.537]

Submit standby plan for the reduction or elimination of emissions during an Air Pollution Alert, Air Pollution Warning, or Air Pollution
Emergency: Due within 30 days afier requested by the administrative authority.

During an Air Pollution Alert, Air Pollution Warning or Air Pollution Emergency, make the standby plan available on the premises to any person
authorized by the department to enforce these regulations,

Install air pollution control facilities whenever practically, economically, and technologically feasible. When facilities have been installed on a
property, use them and diligently maintain them in proper working order whenever any emissions are being made which can be controtled by the
facilities, even though the ambient air quality standards in affected areas are not exceeded.

Provide necessary sampling ports in stacks or ducts and such other safe and proper sampling and testing facilities, exclusive of instruments and
sensing devices as may be necessary for proper determination of emission limits.

Where, upon written application of the responsible person or persons, the administrative authority finds that by reason of exceptional
circumstances strict conformity with any provisions of these regulations would cause undue hardship, would be unreasonable, impractical or not
feasible under the circumstances, the administrative authority may permit a variance from these regulations.

No variance may permit or authorize the maintenance of a nuisance, or a danger to public health or safety.
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SPECIFIC REQUIREMENTS

Al 1D: 4634 - LOOP LLC - LOOP Port Complex
Activity Number: PER20160001
Permit Number: 1560-00027-V2

Air - Title V Significant Modification

UNF 0001 LPC - LOOP Port Complex

147 , [LAC 33:111.919]

148 | [LAC 33:111.927]

149 [LAC 33:111.929.A]

Submit Emission Inventory (ETYAnnual Emissions Statement: Due annually, by the 30th of April to the Office of Environmental Services, for the
reporting period of the previous calendar year that coincides with period of ownership or operatorship, unless otherwise directed by DEQ.
Submit both an emissions inventory and the certification statement required by LAC 33:111.919.F.1.c, separately for each Al, in a format
specified by DEQ. Include the information specified in LAC 33:111.919.F.1.a through F.1.d,

Report the unauthorized discharge of any air pollutant into the atmosphere in accordance with LAC 33:1.Chapter 39, Notification Regulations
and Procedures for Unauthorized Discharges. Submit written reports 1o the department pursuant to LAC 33:1.3925. Submit timely and
appropriate follow-up reports detailing methods and procedures to be used to prevent similar atmospheric releases.

No person or group of persons shall allow particulate matter or gases to become airborne in amounts which cause the ambient air quality

standards to be exceeded.
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